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INTRODUCTION 

Boston  is  in  urgent  need  of  a  modern,  highest  quality  convention  and  tradeshow 
facility  to  be  competitive  in  securing  her  share  of  the  significant  and  growing 
convention  industry  in  the  United  States.  A  new  facility  will  enable  Boston 
to  enjoy  the  tremendous  impact  of  intensive  tourist/convention  spending,  which 
is  turned  over  many  times  in  the  local  economy.  A  good  convention  center 
will  complement  the  many  hotel  rooms  about  to  come  on  line  in  Boston.  This 
mission  is  in  contrast  to  "gate"  or  local  event  use,  which  does  not  generate 
the  same  order  of  economic  benefit. 

The  existing  Hynes  Auditorium  was  constructed  in  1955.  No  major  renovations 
have  been  undertaken  since,  although  the  space  requirements  of  the  convention 
industry  have  increased  substantially.  Hynes  presently  suffers  in  area  defi- 
ciencies, physical  dimensions,  utility  and  visual  quality.  Specific  problems 
are: 


Exhibit  Space:  Inadequate  floor  area,  low  ceiling  height,  and  lack  of 
long-span  exhibition  space. 

Meeting  Space:   Insufficient  number  and  area  of  meeting  rooms;  inadequate 
level  of  lighting,  room  finish,  audio-visual  provisions,  ceiling  height 
and  flexibility  of  division  with  movable  partitions;  no  direct  access  from 
food  service;  no  large  meeting  space  other  than  auditorium. 

Pre-function  areas:   Inadequate  quality  of  finish;  insufficient  area  to 
serve  all  meeting  rooms. 

Food  Service:  Existing  concession  areas  cannot  be  closed  off;  no  main 
kitchen  facility. 
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Goods  flow:  Truck  dock  congested;  service  drive  access  constricted;  ele- 
vatoring  inadequate;  no  truck  marshalling  yard. 

Parking:  No  dedicated  parking  provisions. 

Pedestrian  circulation:  Plaza  level  connections  to  Prudential  complex 
inadequate;  second  level  connection  to  Sheraton  Hotel  under-sized. 

Building  Systems:  Air-conditioning,  lighting  and  communications  systems 
outdated  and  costly  to  operate;  building  lacks  sprinklering. 

In  contrast  to  these  difficulties,  Hynes'  location  in  Boston  is  excellent. 
Hynes  is  unique  in  its  proximity  and  physical  connection  to  a  cluster  of  exis- 
ting and  developing  hotels.  Its  situation  is  distinctly  urban,  and  it  is 
convenient  to  transportation,  tourist  attractions,  and  major  institutions. 
Boston  is  a  regional  capitol  with  medical,  educational  and  cultural  strength 
and  is  a  premiere  tourist  destination.  Access  to  Hynes  is  ^ery   good. 

Based  upon  the  possibility  of  a  significant  expansion  and  a  totally  new  in- 
terior and  exterior  image  for  Hynes  the  advisory/user  committees  concurred 
in  the  mission  of  a  reconstructed  Hynes  whose  major  function  would  be  the 
service  of  prestigious  national  conventions  in  the  medical,  professional, 
educational  and  electronics  fields.  Continuation  and  growth  of  a  strong  re- 
gional convention  market  would  also  be  pursued.  Major  goals  are: 

Expansion:  For  exhibition  space,  200,000  to  250,000  sq.ft.  of  good  modular 
space,  configured  so  as  to  permit  multiple  events  in  order  to  maximize 
hotel  occupancy;  60,000  to  80,000  sq.ft.  of  high  quality,  single  purpose 
meeting  space,  at  least  30  rooms  of  varying  sizes  and  combinations;  a  large 
conference/exhibit/ballroom  area  of  30,000  sq.ft.  separate  from  the  audi- 
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torium;  generous  pre-function  and  registration  spaces  with  flexibility 
to  serve  the  various  exhibition/meeting  configurations. 

Support  facilities:  New  main  kitchen  and  food  warming  areas;  well-de- 
fined circulation  and  access  from  Boylston  Street,  Prudential  plaza 
area,  and  the  Sheraton  Hotel  at  all  accessible  levels;  improved  truck 
access,  truck  docking  facilities  and  new  elevators  for  service,  food 
and  patrons. 

The  architects'  first  step  was  to  develop  three  building  envelope  options 
consisting  of  the  existing  Hynes  auditorium  plus  additions,  to  determine  the 
minimum  land  acquisition  required  for  various  building  programs.  Total  gross 
areas  are  those  given  in  Table  I,  Program  Options  Summaries.  Programs  for 
each  option  were  developed  by  the  programmer  and  are  tabulated  in  the  Program 
Options  Summaries  following.  When  the  programs  were  applied  to  the  building 
schemes,  it  was  found  that  none  provided  sufficient  meeting  and  exhibit  space. 
A  conference/exhibit/ballroom  was  not  able  to  be  accommodated,  and  a  needed 
entrance/lobby  at  the  southeast  to  serve  plaza  level  traffic  from  the  hotels 
was  not  provided.  In  order  to  correct  these  inadequacies,  seven  alternatives 
were  develi  ped  which  added  various  degrees  of  expansion  into  Prudential  Center 
commercial  space.  Further,  it  was  found  that  a  third  floor  could  be  construc- 
ted over  the  existing  building.  Of  the  seven.  Alternative  4A  was  unanimously 
felt  by  the  consultants  and  user  groups  to  be  perferred  in  providing  the  re- 
quired space.  The  program  developed  for  this  alternative  is  tabulated  in 
Table  I,  Program  Options  Summaries,  and  is  detailed  in  this  Volume  I,  Space 
and  Functional  Program.  Program  areas 'for  Alternative  4A  have  been  generally 
adjusted  to  a  balance  between  ideal  program  and  what  can  be  physically  pro- 
vided in  the  actual  configuration. 
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Although  exhibition  space  will  retain  the  existing  bi-level  configuration, 
column  spacing  and  ceiling  height,  these  conditions  will  well  accommodate 
exhibits  accompanying  the  types  of  conventions  anticipated  and  will  be  miti- 
gated by  the  extremely  high  quality  of  the  meeting  rooms.  It  is  the  unanimous 
consensous  of  the  user/advisor  group  that  this  solution  will  be  eminently 
marketable  and  successful. 

Volume  II,  Equipment  List,  gives  a  detailed  breakdown  of  equipment  for  the 
expanded  Hynes.  This  is  generally  equipment  not  contemplated  to  be  furnished 
as  part  of  the  building  construction  contract.  Most  projectors  and  screens 
are  not  included,  as  these  items  are  usually  rented  from  a  separate  audio- 
visual house  for  each  event.  Equipment  cost  estimates  are  included.  The 
equipment  list  presents  all  equipment  that  would  normally  be  required  for 
a  full  range  of  in-house  services,  and  would  have  to  be  modified  depending 
upon  management  philosophy  with  respect  to  contract  vs.  in-house  services. 

Traffic  and  transportation  issues  are  addressed  in  Volume  IV,  Traffic  and 
Parking  Analysis.  A  summary  of  this  study  is  presented  in  Volume  III,  Executive 
Summary,  Traffic  and  Parking  Analysis.  While  this  analysis  concludes  that 
impact  on  vicinity  traffic  from  Hynes  will  not  be  significant,  it  states  the 
need  for  about  1,000  additional  parking  spaces  and  good  truck  marshalling 
capability. 
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TABLES 

The  tables  on  the  following  pages  summarize  the  following  information: 

TABLE  I.  PROGRAM  OPTIONS  SUMMARIES: 

Programs  for  the  original  three  building  envelope  options  generated  by 
the  architects  are  summarized  here,  as  well  as  the  selected  Alternative 
4A  from  the  seven  subsequent  building  schemes  developed  by  the  architects, 


TABLE  II.  COMPARISON  OF  EXISTING  AND  PROPOSED  AREAS: 

Areas  of  elements  of  Hynes  Auditorium  as  existing  are  compared  with  areas 
programmed  for  the  selected  development  Alternative  4A. 


TABLE  III.  BUILDING  AREA  SUMMARY.  PLAN  4A: 

This  is  a  summary  tabulation  of  the  program  areas  for  Alternative  4A,  which 
are  detailed  in  the  following  Space  and  Functional  Program. 
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TABLE  I 


PROGRAM  OPTIONS  SUMMARIES 


AREAS  IN  SQUARE  FEET 


Item 
No. 


Space 


Option  I 

(Existing  Plus 
Additional 
City  Property) 


Option  II 

(Option  I  Plus 
Area  in  Front 
of  Block  C) 


Option  III 

(Option  II 
Plus  Block  C) 


Option  4A 

(Option  III 
Plus  Added 
Floor) 


1.1  Exhibit  Hall 
1.1a  Concession 
1.1b  Rest  Rooms 
1.1c  Telephones 

1.2  Lobby 
1.4  Storage 
1.5a  Ex.  Mgr.  Offices 
1.5b  Assn.  Mgr.  Offices 
1.5d  Medical  Holding 
1.5e  Dressing  Room 
1.5g  Crowd  Control  Office 

2.1  Conf/Exh./Ballrm. 

2.2  Meeting  Rooms 

2.3  Pre-Function 

2.4  Storage 

2.5  Rest  Rooms 
2.7  VIP  Lounge- 
3.0  Main  Prod.  Kitchen 
3.2  Satellite  Kitchen 
4.0  Admin.  Offices 
5.0  Receiving  Area 
6.0  Building  Support 


175,000 

2,300 

3,000 

600 

22,500 

Basement  (in  5.0) 

480 

540 

300 

400 

300 

25,000 

35,000 

30,000 

4,500 

3,500 

500 

8,000 

1,800 

3,700 

50,768 

9,000 


Circulation 

Subtotal 
Contingencies 

Total  Gross  Area 


377,188 
37,719 

414,907 
44,693 

459,600 


200,000 

2,800 

3,500 

600 

25,000 

Basement 

480 

540 

300 

400 

300 

25,000 

40,000 

35,000 

5,000 

4,000 

500 

8,000 

2,000 

4,000 

50,768 

10,000 

418,188 
41,819 

460,007 
48,593 

508,600 


224,000 

5,000 

4,000 

600 

30,000 

(in  5.0)  12,000 

480 

540 

300 

400 

300 

30,000 

50,000 

40,000 

10,000 

5,000 

500 

12,000 

2,100 

5,000 

50,768 

11,000 


494,988 
49,499 

544,487 
32,113 

560,600 


240,000 

5,000 

4,000 

600 

35,000 

12,000 

480 

540 

300 

.  400 

300 

36,000 

71,900 

70,000 

15,000 

7,500 

500 

12,000 

2,100 

5,000 

50,768 

11,250 

550,638 
68,400 

649,038 
52,462 

701,500 


TABLE  II 


COMPARISON  OF  EXISTING  AND  PROPOSED  AREAS 


AREAS  IN  SQUARE  FEET 


EXISTING  HYNES 


Exhibition 

First  floor 

88,000 

Second  floor 

52,000 

Subtotal 

140,000 

Auditorium  (part  of 

Exhibition) 

(36,000) 

Meeting 

8,000 

Conf/Exh./Ballrm. 

6,000 

Kitchen 

0 

Prefunction 

5,500 

Lobby 

15,500 

Storage 

24.000 

Other 

127,600 

ALTERNATIVE  4A 

105,000 
105,000 


Total 


326,600 


210,000 


(29,000) 

71,900 
36,000 
12,000 
70,000 
35,000 
27,000 
239,600 

701,500 


Note:  Exhibition,  Meeting  and  Conference/Exhibit/Ballroom  areas 
are  those  actually  being  provided  in  the  Schematic  Design, 
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TABLE  III 


BUILDING  AREA  SUMMARY.  PLAN  4A 


Area  in  Sq.Ft. 
USE  CATEGORY 

1.0   Exhibition-Convention  Use 

1.1  Exhibit  Hall  210,000 
1.1a  Concessions  5,000 
1.1b  Restrooms  4,000 
1.1c  Telephones  600 

1.2  Lobby  35,000 
1.2a  Restrooms  (2,000  sq.ft.)  in  1.2 
1.2b  Telephones  in  1.2 
1.2c  Coin  Operated  Storage  Lockers  in  1.2 
1.2d  Registration  Material  Storage  (500  sq.ft.)    in  1.2 

1.3  Box  Office  (500  sq.ft.)  in  1.2 

1.4  Storage  12,000 

1.5  Miscellaneous  Support 

1.5a  Exhibition  Managers  Offices  480 

1.5b  Association  Managers  Offices  540 

1.5c  Exhibitors  Locked  Storage  in  1.4 

1.5d  Medical  Holding  Room  300 

1.5e  Dressing  Rooms  400 
1.5f  Operable  Wall  Storage                in  contingency 

1.5g  Crowd  Control  Office  300 

SUBTOTAL  268,620 


NOTE:  Areas  for  1.1,  Exhibition  Hall,  2.1,  Conference/Exhibit/Ballroom  and 
2.2,  Meeting  Rooms,  are  those  actually  being  provided  in  the  Schematic 
Design. 


BUILDING  AREA  SUMMARY,  PLAN  4A 


USE  CATEGORY 

Area  in  Sq.Ft. 

2.0   Ball 

room/Meeting 

2.1 

Conf erence/Exhibit/Bal Iroom 

36,000 

2.1a  Projection  Booth/Sound  Control 

in  2.1 

2.1b  Operable  Wall  Storage 

in 

contingency 

2.2 

Meeting  Rooms 

71,900 

2.2a  Media  Room 

in  2.2 

2.3 

Prefunction  Space 

70,000 

2.3a  Telephones 

in  2.3 

2.4 

Storage 

15,000 

2.5 

Restrooms 

7,500 

2.6 

Miscellaneous  Support 

2.6a  Operable  Wall  Storage 

in 

contingency 

2.7 

VIP  Lounge 

500 

SUBTOTAL  200,900 


3.0   Food  Service 

3.1  Main  Production  Kitchen  12,000 

3.2  Satellite  Kitchen  2,100 

3.3  Food  Service  Storage  in  3.1 

3.4  Trash  Room  in  3.1 

3.5  Food  Service  Offices  in  3.1 

3.6  Serving  Cart  Storage  in  3.1 

3.7  Food  Service  Staff  Locker  Room/Toilets  in  3.1 

SUBTOTAL  14,100 
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BUILDING  AREA  SUMMARY.  PLAN  4A 
USE  CATEGORY 


Area  in  Sq.Ft. 


4.0   Administrative  Offices  5,000 

SUBTOTAL  5,000 


5.0   Receiving  Area 

5.1  Truck  Apron  modify  existing  in  basement 

5.2  Service  Road  existing 

5.3  Truck  Dock  Off-loading  Corridor  in  existing  basement 

5.4  Trash  Compactors  in  existing  basement 

5.5  Traffic  Control  Office  (300  sq.ft.)  in  existing  basement 

5.6  Truck  Dock  Staff  Restrooms  (200  sq.ft.)  in  existing  basement 

5.7  Truck  Dock  Staff  Lounge  (250  sq.ft.)  in  existing  basement 

5.8  Vending  in  existing  basement 

SUBTOTAL  50,768  in  existing  basement 
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BUILDING  AREA  SUMMARY,  PLAN  4A 


USE  CATEGORY 


6.0   Building  Support 

6.1  Security  Office 

6.2  Building  Control  Room 

6.3  Shop,  Janitorial  and  Maintenance  Storage 

6.4  Electrical  and  Plumbing  Storage 

6.5  Repair  Shop 

6.6  Service  Vehicle  Storage 

6.7  Trash  Container  Storage 

6.8  Staff  Locker/Toilet/Lunchroom 


Area  in  Sq.Ft, 

300 
350 

2,000 
2,000 
3,000 
1,000 
600 
2,000 


SUBTOTAL 


11,250 


TOTAL 
CIRCULATION 

SUBTOTAL 
CONTINGENCIES 

TOTAL 


550,638 
98,400 

649,038 
52,462 

701,500 
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SPACE  AND  FUNCTIONAL  PROGRAM 
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1.1     EXHIBIT  HALL 

AREA  PER  SPACE: 
105,000  sq.ft. 

NO.  OF  SPACES: 
Two 

TOTAL  AREA: 

210,000  sq.ft. 


SPACE  FUNCTION: 

For  exhibits  and  displays  in  conjunction  with  conventions,  exhibitions 
and  trade  shows. 

For  meetings  and  plenary  sessions  up  to  approximately  4,000  people. 

For  banquets  up  to  approximately  3,000  people. 


SPECIAL  CONSIDERATIONS: 

As  much  space  as  possible  should  be  contiguous  and  on  a  single,  preferably 
grade,  level. 

Floor  to  be  flat. 

Space  to  be  divisible  into  two  or  more  spaces,  one  of  which  to  accommodate 
a  plenary  session.  All  divisions  shall  be  controllable  separately  or  in 
combination  with  respect  to  utilities,  lighting,  sound,  fire  safety,  acoustics, 
environmental  control,  etc. 

Provisions  in  ceiling  and  walls  to  permit  suspension  of  banners,  projection 
screens,  speakers,  light  trusses,  etc. 

Access  doors  to  space  for  trucks. 

Space  to  be  planned  on  10  ft.  by  10  ft.  modules  for  standard  exhibitor 
booths.  General  pattern  is  rows  of  booths  back  to  back  with  10  ft.  aisle, 
oriented  in  either  north-south  or  east-west  direction  in  hall.  All  rows 
should  be  "double-loaded"  with  no  booths  fronting  blank  walls.  Column 
spacing  should  be  in  modules  to  coincide  with  booth  layouts.  90  ft.  on 
center  for  column  spacing  is  considered  the  minimum  for  a  spacious  impression 
but  the  maximum  for  reasonable  structural  economy.  Exhibitors  indicate 
a  preferance  for  column-free  space,  but  can  in  actuality  deal  with  columns 
quite  easily. 

Electronic  security  surveillance  of  exhibit  hall  entry  and  exits.  Controlled 
access  to  hall. 

Natural  light  is  not  desired  within  the  hall. 
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Character  of  the  hall  is  to  be  a  setting  for  a  total  environment  created 
by  exhibitors.  Decorative  or  strong  architectural  elements  which  would 
compete  with  the  display  treatment  are  not  appropriate. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 

Operable  division  walls  with  acoustical  separation  STC  50  (field  tested). 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Portable  seating,  risers,  platforms. 

Electrical  "house"  boxes  for  distributing  exhibitor  electrical  power. 


ACCESS/ADJACENCY  NEEDS: 

Direct  access  from  lobby,  major  circulation  areas  and  meeting  rooms. 

Direct  access  from  service,  receiving  and  food  service  areas. 

Direct  drive-on  access  onto  hall  floor  for  highway  vans. 


FINISHES: 

Floor:  Concrete,  hardened 

Base:  None 

Lower  Wall:  Hard  surface,  concrete  block 

Upper  Wall:  Acoustically  absorptive 

Ceiling:  Exposed  structure 


CEILING  HEIGHT: 

20  ft.  minimum,  higher  if  possible. 


FLOOR  LOAD  CAPACITY: 

350  to  400  lbs.  per  sq.ft.  desirable,  250  lbs.  per  sq.ft.  acceptable  based 
upon  limitations  of  existing  conditions. 
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UTILITIES: 

Exhibitor  utilities  can  be  from  either  the  ceiling  or  the  floor.  If  from 
the  ceiling,  catwalks  should  be  provided.  Floor  utilities  are  generally 
considered  more  convenient  but  are  usually  more  expensive.  A  good  compromise 
is  to  have  most  frequently  used  utilities  in  floor  boxes  with  less  frequently 
used  utilities  from  above.  All  floor  boxes,  whether  they  have  water  or 
not,  should  have  drains.  Boxes  should  be  provided  with  easily  removable 
covers  with  captive  fasteners  which  can  accept  the  weight  of  wheeled  vehicles. 
Boxes  should  be  detailed  so  that  electrical  components  will  not  be  affected 
by  water  from  the  floor,  but  should  be  able  to  drain  this  water.  Boxes 
should  be  on  a  30  ft.  grid  coinciding  with  both  modules  and  column  grids. 

Electrical  Power: 

100  amps  per  floor  box  with  one  100  amp,  120/208  volt  receptacle  and  four 
20  amp,  120/208  volt  receptacles  recommended.  There  should  be  some  120/208 
volt  convenience  outlets  on  columns  and  walls,  and  480  volt  outlets  abut 
90  ft.  on  center.  A  plug-in  buss  duct  for  120,  208  or  480  volt  power  at 
the  ceiling  is  recommended  abut  90  ft.  in  center.  Selected  outlets  should 
be  on  critical  power  so  required  exhibits  can  be  powered  at  all  times, 
even  when  other  hall  power  is  turned  off.  About  10  watts  per  square  foot 
minimum  should  be  provided  to  the  hall.  Generally  "house"  boxes  are  plugged 
into  the  floor  boxes  and  power  to  exhibitors  is  distributed  from  these. 

Telephone: 

Empty  3"  conduit  connecting  several  floor  boxes  and  leading  to  several 

matrix  type  telephone  backboards. 

Communications: 

Empty  2"  conduit  connecting  several  floor  boxes  and  leading  to  several 

matrix  type  communication  backboards. 

Sound: 

High  quality  system  for  reinforcement  of  speech  for  lectures  and  meetings, 

playback  of  pre-recorded  sound,  and  reinforcement  of  small  group  vocal 

or  instrumental  performance.  Reinforcement  for  spectacular  productions 

or  large  group  performance  is  not  required,  as  these  groups  will  provide 

their  own  equipment.  Control  equipment  should  be  provided  in  the  control 

room.  Tape  recording  capability  should  be  included.  Microphone  receptacles 

should  be  provided  at  floor  level.  Complex  presentations  will  generally 

be  controlled  from  floor  level.  Acoustic  monitoring  capability  should 

be  provided  to  the  sound  control  operator.  Selective  paging  to  be  provided. 

Audio-Visual : 

Empty  conduit  and  power  outlets  for  projectors  and  screens  and  microphones 

for  various  configurations  and  divisions  of  the  space. 

Plumbing: 

Exhibitor  water  service,  10  to  15  gallons  per  minute,  25  to  30  lbs.  per 

sq.  inch,  1-1/4  inch  header,  1-1/4  inch  tap  recommended. 

Exhibitor  natural  gas  service,  6  inch  water  column  pressure,  2  inch  header, 
1  inch  tap  recommended. 


-  15  - 


Exhibitor  compressed  air  service,  provided  either  by  house  compressors 
or  by  manifold  served  by  external  leased  compressors. 

Exhibitor  steam  service,  provided  either  by  steam  lines  in  several  locations 
or  by  house  owned  or  leased  electric  powered  portable  steam  generators. 

Exhibitor  exhaust  capabilities,  at  several  locations  to  serve  displays 
requiring  exhaust. 

Lighting: 

A  wide  range  of  foot  candle  levels  is  required: 

20  for  housekeeping 

30  for  show  erection  and  dismantling 

50  for  normal  show  levels 

70  for  higher  show  levels 
100  if  the  need  is  demonstrated  by  users 
For  levels  above  100  foot  candles  which  may  be  required  for  television 
production,  etc.,  portable  equipment  will  be  brought  in  by  users.  Lighting 
should  be  high  intensity  discharge  type,  generally  metal  halide  with  some 
sodium  in  combination  for  good  color  rendition.  Dimming  is  desirable. 
If  presentations  requiring  rapid  off  and  on  lighting  control  are  planned, 
an  incandescant  system  will  also  be  required  in  the  area  designated  for 
such  presentations.  Some  high  intensity  discharge  fixtures  should  have 
emergency  restrike  capability.  Lighting  located  in  the  first  1/3  of  dis- 
tance back  from  projection  screen  locations  to  be  separately  controlled. 
In  portions  where  special  presentations  will  be  made,  lighting  control 
from  various  locations  on  the  floor  of  the  area  should  be  provided,  using 
multi-pin  plug-in  receptacles  and  portable  light  controller. 


AIR  CONDITIONING: 

Use  ASHRAE  standards  for  loads.  Consider  use  of  electrostatic  filters 
for  smoke  and  particle  removal,  which  can  dramatically  reduce  fresh  air 
requirements  and  corresponding  air  conditioning  tonnage.  Consider  stratifica- 
tion of  air  delivery  in  high  spaces,  to  deliver  conditioned  air  only  at 
occupied  levels.  Establish  velocities  of  air  delivery  which  will  not  unduly 
disturb  hanging  banners  or  displays.  Smoke  removal  system  may  be  required 
by  code  and  is  desirable.  Provide  heaters  over  external  service  doors. 


ACOUSTICS: 

For  typical  exhibition  and  show  use: 
Background  noise  level:  NC  40 

Absorptive  ceiling  and  wall  finishes:  Equal  to  total  floor  area 
Separation  of  Space:  STC  40 
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For  assembly  use: 

Background  noise  level:  NC  35 

Absorptive  ceiling  and  wall  finishes:  Equal  to  1-1/2  times  total  floor 

area 

Separation  of  Space:  STC  40 


MINIMUM  ACCESS  SIZE: 

20  ft.  wide  by  16  ft.  high  (20  ft.  high  if  possible), 


POPULATION  CAPACITY: 

For  exhibition  and  show  use:  15  sq.ft.  per  person 


For  assembly  use:  7  to  10  sq.ft.  per  person 
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1.1a    CONCESSIONS 

AREA  PER  SPACE: 
1,000  sq.ft. 

NO.  OF  SPACES: 
5 

TOTAL  AREA: 
5,000  sq.ft. 


SPACE  FUNCTION: 

For  permanent  snack  bar  and  fast  food  service. 

For  liquor  service,  to  be  separated  from  food  service. 

Concession  storage. 


SPECIAL  CONSIDERATIONS: 

Space  to  be  apportioned  to  different  areas  of  the  exhibit  hall;  at  least 
one  stand  in  each  subdivision. 

Front  counters  should  be  at  least  25  to  30  feet  long. 

Seating  areas  not  included  in  area  total.  These  would  be  created  within 
the  exhibit  space  by  exhibitors. 

Each  space  to  consist  of  food  service,  bar  and  storage. 

Specific  requirements  to  be  established  by  food  and  beverage  consultant. 

Counter  and  bar  to  face  directly  onto  exhibit  space  when  open  and  not  be 
behind  a  wall. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 

Food  service  equipment,  selected  and  specified  by  a  food  service  consul- 
tant, and  reviewed  by  potential  food  service  franchisers  or  contractors. 

Front  counter  closures  or  room  closures. 

Counter  and  bar  to  be  built  in  for  design  control. 


18 


ACCESS/ADJACENCY  NEEDS: 

Direct  access  from  exhibit  hall  within  admission  control. 

Adjacent  to  concession  storage  areas. 


FINISHES: 

Floor:  Concrete 

Base:  As  appropriate 

Wall:  Hard,  cleanable  surface 

Ceiling:  Acoustical,  metal  or  plastic  faced 


CEILING  HEIGHT: 
9  ft.  to  10  ft. 


FLOOR  LOAD  CAPACITY: 
Normal 


UTILITIES: 

Electrical  Power:  As  required  for  equipment 

Telephone:  Required 

Plumbing:  As  required  for  equipment 

Lighting:  Decorative,  compatible  with  food  and  beverage 


AIR  CONDITIONING: 

Normal,  provide  exhaust  as  required. 


ACOUSTICS: 

Absorptive  ceil ing 


MINIMUM  ACCESS  SIZE: 

3  ft.  by  7  ft.  door  for  personnel  access. 

Front  open  to  exhibit  hall  with  overhead  rolling  door. 


-  19  - 


1.1b    RESTROOMS  (FOR  EXHIBIT  HALL) 

TOTAL  AREA: 
4,000  sq.ft. 


SPACE  FUNCTION: 

For  use  by  public  during  events  in  the  exhibit  hall, 


SPECIAL  CONSIDERATIONS: 

Area  to  be  apportioned  to  paired  men's  and  women's  toilets  in  several  lo- 
cations; at  least  one  pair  in  each  subdivision  of  exhibit  hall.  Consider 
"convertible"  configuration  to  serve  either  all  men  or  all  women  when  de- 
sired. Room  with  urinals  should  be  able  to  be  closed  off  for  this  scheme. 

Provisions  for  handicapped  persons. 

Janitors'  closet  (50  sq.ft.)  with  floor  sink  at  each  pair  of  restrooms. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 
Wall  hung  water  closets. 

Wall  hung  urinals. 

Counter  mounted  lavatories  with  single  control  automatic  shut-off  faucets. 

Full  width  mirrors  over  lavatory  counters. 

Ceiling  hung  laminated  plastic  toilet  partitions. 

Stainless  steel  or  chrome  toilet  accessories. 


ACCESS/ADJACENCY  NEEDS: 

Restrooms  must  be  inside  exhibit  hall  admissions  control, 


FINISHES: 

Floor:   Ceramic  tile 


Base 
Wall 


Ceramic  tile 
Ceramic  tile 


Ceiling:  Acoustical,  metal  or  plastic  faced. 
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CEILING  HEIGHT: 
9  ft.  to  10  ft. 


FLOOR  LOAD  CAPACITY: 
Normal 


UTILITIES: 

Sound:  Paging 


Lighting:  As  required,  special  lighting  at  mirrors. 


AIR  CONDITIONING: 
Exhaust  only 


ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 

3  ft.  by  7  ft.  door.  Consider  separate  doors  for  ingress  and  egress,  or 
consider  doorless  sight-blocking  vestibules  with  carpeted  floors  and  walls, 
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1.1c    TELEPHONES  (FOR  EXHIBIT  HALL) 

TOTAL  AREA: 
600  sq.ft. 


SPACE  FUNCTION: 

For  public  telephones 


SPECIAL  CONSIDERATIONS: 

Provision  for  handicapped  persons. 

Cluster  of  telephones  desirable,  in  several  spaces,  at  least  one  group 
for  each  division  of  exhibit  hall. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 
Telephone  booths. 

Directory  library  accommodation. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Public  telephones. 

Directories. 


ACCESS/ADJACENCY  NEEDS: 

Must  be  inside  exhibit  hall. 

Adjacent  to  restrooms  if  possible. 


FINISHES: 

Floor:  Carpet 

Base:  As  appropriate 

Wall:  Carpet 

Ceiling:  Acoustical 


CEILING  HEIGHT: 
9  ft.  to  10  ft. 
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FLOOR  LOAD  CAPACITY: 
Normal 


UTILITIES: 

Outlets  for  telephones. 


AIR  CONDITIONING: 
Normal 


ACOUSTICS: 

As  much  absorptive  material  as  possible. 


MINIMUM  ACCESS  SIZE: 
Open  to  exhibit  hall. 
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1.2    LOBBY 

TOTAL  AREA: 

35,000  sq.ft. 


SPACE  FUNCTION: 

Main  public  entry  into  building. 

Main  circulation  to  exhibit  hall/meeting  rooms. 
Registration  area  for  convention  delegates. 


Ticket-sales/admission  control  for  the  building  and/or  exhibit  hall  (indoor 
and  outdoor) 

Pre-f unction  space  for  exhibit  hall. 


SPECIAL  CONSIDERATIONS: 

Hotel  lobby-like  in  character.   Unlike  the  exhibition  space,  an  exhuberant 
architectural  expression  with  spatial  excitement  is  appropriate. 

Adequate  security/admissions  control  capabilities. 

Natural  light. 

Assignable  into  two  or  three  areas  to  serve  simultaneous  events  or  portions 
of  events.  Division  by  ropes  and  stanchions  when  required. 

Coat  checking  facility  off  lobby  required. 

EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 
Drinking  fountains. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Portable  ticket  booths. 

Portable  registration  counters,  movable  chairs. 

Seating. 

Portable  turnstiles  for  entrances  to  halls. 

Information  Kiosks. 

Ropes  and  Stanchions. 
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ACCESS/ADJACENCY  NEEDS: 

Direct  access  from  "front  door"  to  main  circulation  areas  of  the  building. 

Direct  access  to  exhibit  hall  and  meeting  areas. 

Access  to  administrative  offices.  These  offices  should  be  accessible  from 
the  exterior  when  the  remainder  of  the  building  is  closed  off  and  not  in 
use. 

Toilets,  vending  and  public  telephones  adjacent. 

Direct  access  to  corridor  connecting  to  hotel,  covered  or  enclosed,  if 
possible. 

Direct  access  to  vertical  circulation. 


FINISHES: 

Floor:  Paving  material,  or  concrete.  If  concrete,  exhibitors  will 

have  to  provide  temporary  carpeting. 

Base:  As  appropriate 

Lower  wall:  Hard  surface 

Upper  wall:  Acoustically  absorptive 

Ceiling:  Acoustical,  decorative 


CEILING  HEIGHT: 

15  ft.  to  20  ft.  appropriate  to  size  of  area.  Spatial  connections  to  other 
floors,  skylights,  etc.  are  appropriate. 


FLOOR  LOAD  CAPACITY: 

125  lbs.  per  sq.ft.,  desirable  100  lbs.  per  sq.ft.  acceptable  where  limited 
by  existing  conditions. 


UTILITIES: 

Electrical  Power:  Convenience  outlets  for  registration  counters.  208 
volt  outlets  for  duplication  machines. 

Telephone:  Outlets  for  registration  counters. 

Sound:  Paging,  distribution  of  background  music  and  programs  from  other 
spaces. 

Lighting:  Light  level  of  35  footcandles,  decorative  lighting. 


'  25  - 


AIR  CONDITIONING: 

Normal.  Use  approximately  15  sq.ft.  per  person  for  loads, 


ACOUSTICS: 

Absorptive  materials  equal  in  area  to  floor  area.  Background  noise  level 

NC  45. 


MINIMUM  ACCESS  SIZE: 

Pair  3  ft.  by  7  ft.  doors. 


POPULATION  CAPACITY: 
15  sq.ft.  per  person. 
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1.2a    RESTROOMS  (FOR  LOBBY) 

TOTAL  AREA: 

(2,000  sq.ft.  within  1.2) 


SPACE  FUNCTION: 

For  the  use  by  public  waiting  in  lobby  for  events  in  exhibit  hall  or  meeting 
rooms. 


SPECIAL  CONSIDERATIONS: 

Area  to  be  apportioned  to  pair  men's  and  women's  toilets;  at  least  one 
pair  for  each  lobby  location.  Consider  "convertible"  configuration  to 
serve  either  all  men  or  all  women  when  desired.  Room  with  urinals  should 
be  able  to  be  closed  off  for  this  scheme. 

Provisions  for  handicapped  persons. 

Janitors  closet  (50  sq.ft.)  with  floor  sink  at  each  pair  of  restrooms. 


EQUIPMENT  REQUIREMENTS  IN  CONSTRUCTION  CONTRACT: 
Wall  hung  water  closets. 

Wall  hung  urinals. 

Counter  mounted  lavatories  with  single  control  automatic  shut-off  faucets. 

Full  length  mirrors  over  lavatory  counters. 

Ceilinc,  hung  laminated  plastic  toilet  partitions. 

Stainless  steel  or  chrome  toilet  accessories. 


ACCESS/ADJACENCY  NEEDS: 

Adjacent  to  exhibit  hall  and  meeting  room  lobby  outside  of  admission  control. 


FINISHES: 

Floor:   Ceramic  tile 


Base 
Wall 


Ceramic  tile 
Ceramic  tile 


Ceiling:  Acoustical,  metal  or  plastic  faced. 
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CEILING  HEIGHT: 
9  ft.  to  10  ft. 


FLOOR  LOAD  CAPACITY: 
Normal 


UTILITIES: 

Sound:  Paging 


Lighting:  As  required,  special  lighting  at  mirrors 


AIR  CONDITIONING: 
Exhaust  only. 


ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 

3  ft.  by  7  ft.  door.  Consider  separate  doors  for  ingress  and  egress,  or 
consider  doorless  sight-blocking  vestibules  with  carpeted  floors  and  walls. 
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1.2b    TELEPHONES  (FOR  LOBBY) 

TOTAL  AREA: 
(Within  1.2) 


SPACE  FUNCTION: 

For  public  telephones. 


SPECIAL  CONSIDERATIONS: 

Provision  for  handicapped  persons. 

Cluster  of  telephones  desirable,  in  several  locations,  at  least  one  group 
for  each  probable  division  of  lobby. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 
Telephone  booths. 

Directory  library  accommodation. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Public  telephones. 

Directories. 


ACCESS/ADJACENCY  NEEDS: 

Adjacent  to  loboy,  outside  of  admissions  control. 

Adjacent  to  restrooms. 


FINISHES: 

Floor:  Carpet 

Base:  As  appropriate 

Wall:  Carpet 

Ceiling:  Acoustical 


CEILING  HEIGHT: 
9  ft.  to  10  ft. 
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FLOOR  LOAD  CAPACITY; 
Normal 


UTILITIES: 

Outlets  for  telephones. 


AIR  CONDITIONING: 
Normal 


ACOUSTICS: 

As  much  absorptive  material  as  possible. 


MINIMUM  ACCESS  SIZE; 
Open  to  lobby. 
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1.2c    COIN  OPERATED  STORAGE  LOCKERS 

TOTAL  AREA: 
(Within  1.2) 


SPACE  FUNCTION: 

For  location  of  coin  operated  storage  lockers  for  public  use. 


SPECIAL  CONSIDERATIONS: 

Ability  to  control  access  to  lockers  by  use  of  a  locking  rolling  grille 
or  similar  device  when  public  trade  shows  or  similar  events  take  place. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 
Lockers  in  various  sizes. 


ACCESS/ADJACENCY  NEEDS: 

Adjacent  to  lobby,  outside  of  the  exhibit  hall  admission  control 


FINISHES: 

Floor:  Same  as  lobby 

Base:  Same  as  lobby 

Wall:  Same  as  lobby 

Ceiling:  Acoustical 


CEILING  HEIGHT: 
9  ft.  to  10  ft, 


FLOOR  LOAD  CAPACITY: 
Normal 


AIR  CONDITIONING: 
Normal 
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ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 

Open  to  lobby,  with  rolling  grille 
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1.2d    REGISTRATION  MATERIAL  STORAGE 

TOTAL  AREA: 

(500  sq.ft.  within  1.2) 


SPACE  FUNCTION: 

For  temporary  storage  of  registration  materials,  typewriters,  etc. 


SPECIAL  CONSIDERATIONS: 

Provide  security  against  robbery  or  vandalism. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT; 
Shelving 


ACCESS/ADJACENCY  NEEDS: 

Adjacent  to  lobby  and  registration  area. 


FINISHES: 

Floor:  Resilient 

Base:  Resilient 

Wall:  Gypsum  board 

Ceiling:  Acoustical 


CEILING  HEIGHT: 
9  ft.  to  10  ft. 


FLOOR  LOAD  CAPACITY; 
Normal 


UTILITIES: 

Electrical  Power:  Convenience  outlets,  208  volt  outlet  for  duplicating 
machine. 

Telephone:  Required 

Sound:  Paging 


33  - 


AIR  CONDITIONING: 
Normal 


ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 
3  ft.  by  7  ft.  door. 
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1.3    BOX  OFFICE 

TOTAL  AREA: 

(500  sq.ft.  within  1.2) 


SPACE  FUNCTION: 

For  sale  of  tickets  to  public  events. 


SPECIAL  CONSIDERATIONS: 

Provisions  should  be  made  for  at  least  four  ticket  windows. 

Provide  security  against  robbery  and  vandalism. 

Portable  ticket  office  facilities  may  be  used  in  lieu  of  a  permanent  facility. 
If  a  permanent  space  is  provided,  it  can  double  as  an  office  or  a  coatroom, 
depending  on  configuration. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 
Speaker  holes  in  front  glass. 

Special  theft-proof  ticket  window  counters. 

Money-tray  drawers  at  all  windows. 

Silent  alarm. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Office  furniture. 


ACCESS/ADJACENCY  NEEDS: 
Adjacent  to  lobby. 

Sufficient  room  needed  for  queues  of  people  waiting  to  buy  tickets. 

Box  office  should  have  windows  both  to  the  exterior  of  the  building  and 
to  the  lobby. 
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FINISHES: 

Floor:  Same  as  lobby 

Base:  Same  as  lobby 

Wall:  Same  as  lobby 

Ceiling:  Acoustical 


CEILING  HEIGHT: 
9  ft.  to  10  ft. 


FLOOR  LOAD  CAPACITY: 
Normal 


UTILITIES: 

Electrical  Power:  Convenience  outlets,  208  volt  outlet  for  duplicating 
machine. 

Telephone:  Required 

Sound:  Paging 


AIR  CONDITIONING: 
Normal 


ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 
3  ft.  by  7  ft.  door. 
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1.4    STORAGE 

TOTAL  AREA: 

12,000  sq.ft. 


SPACE  FUNCTION: 

For  storage  of  portable  seating,  tables,  risers,  staging  and  other  equipment 
used  in  operation  of  the  exhibit  hall. 


SPECIAL  CONSIDERATIONS: 

Overhead  doors  where  possible. 


At  least  two  doors  into  area  plus  pass  doors. 

May  be  in  several  different  areas. 

Rooms  should  be  sufficiently  deep  for  fork-lift  use. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Pallet  shelving  or  similar. 


ACCESS/ADJACENCY  NEEDS: 

Direct  access  to  exhibit  hall  and  service  corridors. 

Connection  to  multiple  levels  by  service  elevators. 


FINISHES: 

Floor:  Concrete 

Base:  None 

Lower  Wall:  Concrete  block 

Upper  Wall:  Gypsum  board 

Ceiling:  Exposed  construction 


CEILING  HEIGHT: 

Portion  9  ft.  to  10  ft.,  portion  15  ft.  for  storage  of  larger  items. 


FLOOR  LOAD  CAPACITY: 
125  lbs.  per  sq.ft. 
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AIR  CONDITIONING: 
Normal 


MINIMUM  ACCESS  SIZE: 

10  ft.  wide  by  10  ft.  high 
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1.5a    EXHIBITION  MANAGER'S  OFFICE 

AREA  SPACE: 
120  sq.ft. 

NO.  OF  SPACES: 
4 

TOTAL  AREA: 
480  sq.ft. 


SPACE  FUNCTION: 

For  temporary  office  space  for  exhibition  or  show  managers  and  their  assis- 
tants. 

For  other  office  of  committee  room  uses  when  not  occupied  as  in  item  1. 


SPECIAL  CONSIDERATIONS: 

Area  to  be  used  for  office  and  clerical  space. 

View  of  exhibit  hall  desirable. 

Provide  2  for  each  hall,  interconnected. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Minimum  office  furnishings. 


ACCESS/ADJACENCY  NEEDS: 

Close,  direct  if  possible,  access  to  exhibit  hall 


Close  access  to  lobby. 


FINISHES: 

Floor:  Carpet 

Base:  As  appropriate 

Wal 1 :  Gypsum  board 

Ceiling:  Acoustical 
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CEILING  HEIGHT: 
8  ft.  to  9  ft. 


FLOOR  LOAD  CAPACITY: 
Normal 


UTILITIES: 

Electrical  Power:  Convenience  outlets  and  208  volt  outlet  for  duplicating 
machine. 

Telephone:  Required 

Sound:  Paging  and  paging  origination. 


AIR  CONDITIONING; 
Normal 


ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 
3  ft.  by  7  ft.  door 
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1.5b    ASSOCIATION  MANAGER'S  OFFICE: 

AREA  PER  SPACE: 

Manager,  150  sq.ft.,  clerical  120  sq.ft. 

NO.  OF  SPACES: 

2  manager  offices,  2  clerical  offices 

TOTAL  AREA: 
540  sq.ft. 


SPACE  FUNCTION: 

For  temporary  office  space  for  association  executives  or  convention  direc- 
tors and  their  assistants. 


For  other  temporary  office  uses. 


SPECIAL  CONSIDERATIONS: 

Area  to  be  used  for  office  and  clerical  space. 


Provide  interconnecting  manager  and  clerical  office  for  each  hall. 


EQUIPMENT  REQUIREMENTS: 

High  quality  office  furnishings. 


ACCESS/ADJACENCY  NEEDS: 

Close  access  to  lobby  and  meeting  rooms. 


May  be  on  meeting  room  level. 


FINISHES: 

Floor:   Carpet 


Base 
Wall 


As  appropriate 
Gypsum  board 


Ceiling:  Acoustical 


CEILING  HEIGHT: 
8  ft.  to  9  ft. 
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FLOOR  LOAD  CAPACITY; 
Normal 


UTILITIES: 

Electrical  Power:  Convenience  outlets  and  208  volt  outlet  for  duplicating 
machine. 


Telephone:  Required 

Sound:  Paging  and  paging  origination. 


AIR  CONDITIONING: 
Normal 


ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 
3  ft.  by  7  ft.  door 
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1.5c    EXHIBITORS'  LOCKED  STORAGE 

TOTAL  AREA: 
(Within  1.4) 


SPACE  FUNCTION: 

For  temporary,  overnight  storage  of  valuable  small  items  from  exhibitors' 
displays. 


SPECIAL  CONSIDERATIONS: 
High  security  required. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Shelving. 


Table  or  counter  for  receiving  and  returning  items. 


ACCESS/ADJACENCY  NEEDS: 
Access  to  exhibit  hall. 


FINISHES: 

Floor:  Concrete 

Base:  As  appropriate 

Wall :  Concrete  block 

Ceiling:  Gypsum  board 


CEILING  HEIGHT: 
8  ft.  to  9  ft. 


FLOOR  LOAD  CAPACITY; 
Normal 
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AIR  CONDITIONING; 
Normal 


MINIMUM  ACCESS  SIZE: 
3  ft.  by  7  ft.  door 
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1.5d    MEDICAL  HOLDING  ROOM 

TOTAL  AREA: 
300  sq.ft. 


SPACE  FUNCTION: 

For  emergency  medical  care  and/or  holding  of  persons  requiring  assistance. 


SPECIAL  CONSIDERATIONS: 

Separate  small  toilet  room. 

Storage  area  for  wheel  chairs,  stretchers,  etc. 

Private  curtained  areas  for  2  examination  tables. 


EQUIPMENT  REQUIREMENTS,  IN  CONTRACT: 
Curtain  tracks. 

Water  closet  and  lavatory  in  toilet  room. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 

Examination  tables,  supply  cabinets,  chairs,  nurse's  desk,  medical  supplies, 
examination  lamps,  blankets,  etc. 

Curtains. 


ACCESS/ADJACENCY  NEEDS: 

Convenient  access  to  exhibit  hall,  lobby,  and  meeting  room. 

Convenient  access  to  service  vehicle  entrance. 

Users  to  determine  whether  medical  holding  room  will  be  a  public  or  a  back- 
of-house  area. 


FINISHES: 

• 

HOLDING  ROOM 

TOILET  ROOM 

Floor: 

Resilient 

Ceramic  tile 

Base: 

Resilient 

Ceramic  tile 

Wall: 

Gypsum  board 

Ceramic  tile 

Ceiling 

:  Acoustical 

Acoustical 
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CEILING  HEIGHT: 

8  ft.  to  9  ft.  8  ft. 


FLOOR  LOAD  CAPACITY; 
Normal 


UTILITIES: 

Electrical  Power:  Convenience  outlets  on  emergency  power. 


Telephone:  Required 
Sound:  Paging 


AIR  CONDITIONING: 

Normal,  independent  room  controls. 


ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 
3  ft.  by  7  ft.  door. 


46 


1.5e    DRESSING  ROOMS 

AREA  PER  SPACE: 
200  sq.ft. 

NO.  OF  SPACES: 
2 

TOTAL  AREA: 
400  sq.ft. 


SPACE  FUNCTION: 

For  performers  or  models  to  change,  make-up  or  wait. 


SPECIAL  CONSIDERATIONS: 

Separate  small  toilet  room  desirable,  no  shower  required. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 
Water  closet  and  lavatory. 

Mirrors. 

Make-up  counters. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Coat/hat  racks. 

Chairs. 


ACCESS/ADJACENCY  NEEDS: 

Direct  access  to  meeting  rooms  and  exhibit  hall. 


FINISHES: 

DRESSING  ROOM 

TOILET  ROOM 

Floor: 
Base: 
Wall: 
Ceiling 

Carpet 

As  appropriate 
Gypsum  board 
:  Acoustical 

Ceramic  tile 
Ceramic  tile 
Ceramic  tile 
Acoustical 
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CEILING  HEIGHT: 

8  ft.  to  9  ft.        8  ft. 


FLOOR  LOAD  CAPACITY; 
Normal 


UTILITIES: 

Electrical  Power:  Convenience  outlets 

Telephone:  Required 

Sound:  Paging 

Lighting:  Special  lighting  for  make-up  counter 


AIR  CONDITIONING: 
Normal 


ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 
3  ft.  by  7  ft.  door. 
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1.5f    OPERABLE  WALL  STORAGE: 

TOTAL  AREA: 

(Within  contingency  area  allowance) 


SPACE  FUNCTION: 

Storage  of  operable  walls  when  not  being  used  to  divide  exhibit  hall, 


SPECIAL  CONSIDERATIONS: 

Locations  to  permit  use  of  wall  panels  in  several  divisions. 

Minimize  obstruction  into  the  exhibit  hall. 

Slot  in  wall  with  closure  for  passage  of  wall  panels  into  exhibit  hall 
space. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 

Sufficient  operable  wall  trackage  to  permit  wall  storage  and  transfer  of 
panels  from  storage  areas  to  final  locations. 


ACCESS/ADJACENCY  NEEDS: 

Storage  areas  within  or  adjacent  to  exhibit  hall. 


FINISHES: 

Floor:   Concrete 


Base 
Wall 


None 

Concrete  block  or  gypsum  board 


Ceiling:  Exposed  construction 


CEILING  HEIGHT: 

As  required  for  wall  panel  storage. 


FLOOR  LOAD  CAPACITY: 
Normal 
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1.5q    CROWD  CONTROL  OFFICE 

AREA  PER  SPACE: 

200  sq.ft.  office  with  100  sq.ft.  detention  room 

TOTAL  AREA: 
300  sq.ft. 


SPACE  FUNCTION: 

For  supervisor  of  crowd  control  personnel. 

For  temporary  detention. 

Detention  room  to  open  off  crowd  control  office. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 
Bench  seat  for  holding  area. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Office  furnishings  for  office  area. 

Short  wave  radio  communication  availability. 


ACCESS/ADJACENCY  NEEDS: 

Access  to  public  areas  of  the  building.  May  be  located  off  of  exhibit 
hall  floor  level. 


FINISHES: 

Floor:     Resilient 


Base 
Wall 


Ceiling:    Acoustical 


CEILING  HEIGHT: 
9  ft. 


FLOOR  LOAD  CAPACITY: 
Normal 


As  appropriate 

Concrete  block  or  gypsum  board 


50 


UTILITIES: 

Electrical  Power: 

Telephone:  Required 

Communication:  Intercom  contact  with  security  office. 

Sound:  Paging 

AIR  CONDITIONING: 


ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 
3  ft.  by  7  ft.  door 
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2.1     CONFERENCE/EXHIBIT/BALLROOM 

TOTAL  AREA: 

36,000  sq.ft. 


SPACE  FUNCTION: 

For  meetings,  seminars,  plenary  sessions,  or  similar  affairs. 

For  dining  and  social  occasions. 

To  double  as  exhibition  space,  for  somewhat  lighter  exhibits  than  the  exhibit 
hall. 


SPECIAL  CONSIDERATIONS: 

Area  to  be  divisible  into  rooms  of  varying  sizes. 

Floor  to  be  flat. 

Provisions  for  food  service  back-up. 

Provisions  in  the  ceiling  to  permit  suspension  of  banners,  projection  screens, 
speakers,  light  trusses,  etc. 

Provisions  on  walls  for  signs/banners. 

All  divisions  shall  be  controllable  separately  or  in  combination  with  respect 
to  utilities,  lighting,  sound,  fire  safety,  acoustics,  environmental  control, 
etc. 

Ceiling  should  have  hanging  provisions  for  light  bars,  with  outlets  and 
conduit  down  wall  for  controls. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 

Operable  division  walls,  with  acoustical  separation  STC  50  (field  tested) 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 

Portable  seating,  platforms,  and  other  support  furnishings. 

Operable  partitions  for  space  divisions  to  provide  acoustical  and  visual 
separations. 

Potential  for  simultaneous  translation  capabilities  should  be  evaluated. 

Portable  audio-visual  equipment. 


-  52  - 


ACCESS/ADJACENCY  NEEDS: 

Direct  access  from  pref unction  space,  lobby,  and  exhibit  hall. 

Direct  access  from  service  corridor  and  the  ability  for  vehicle  access 
into  the  largest  division  of  the  room. 

Kitchen  and  storage  adjacent. 

May  be  on  upper  level. 


FINISHES: 

Floor:  Carpet 

Base:  As  appropriate 

Lower  Wall:  Hard  surface 

Upper  Wall:  Absorptive,  decorative  surface 

Ceiling:  Special  treatment,  acoustical 


CEILING  HEIGHT: 

20  to  25  ft.  or  higher.  Height  should  be  length  of  room  divided  by  6, 
plus  3  ft. 


FLOOR  LOAD  CAPACITY: 

125  lbs.  per  sq.ft.  desirable,  100  lbs.  per  sq.ft.  acceptable  based  upon 
limitations  of  existing  conditions. 


UTILITIES: 

Electrical  Power:  Electrica,  floor  boxes  with  same  provisions  as  exhibit 
hall  floor  boxes  desirable.  480  volt,  60  amp  receptacles,  2  per  room  di- 
vision. Carpet  inserts  on  magnetic  tape  to  be  provided  over  floor  box 
covers.      ^ 

Telephone:  Empty  3"  conduit  similar  to  exhibit  hall. 

Communication:  Empty  2"  conduit  similar  to  exhibit  hall. 

Sound:  High  quality  system  similar  to  exhibit  hall  system,  but  of  smaller 
size  appropriate  to  the  ballroom.  Individual  loudspeaker  and  ballroom 
division  control  from  central  sound  control  room  or  various  locations  on 
ballroom  floor.  Selective  paging  to  be  provided. 

Audio-Visual:  Empty  conduit  and  power  outlets  for  projectors,  screens, 
and  microphones  for  various  configurations  and  divisions  of  the  space. 

Plumbing:   3  inch  drains  in  floor  boxes. 

Exhibitor  water  service  in  floor  boxes. 
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Lighting:  Same  light  levels  as  for  exhibit  hall,  plus  incandescent  system 
on  dimmers.  Decorative  lighting  for  atmosphere  and  for  dining.  Lighting 
located  in  the  first  1/3  of  distance  back  from  projection  screen  location 
to  be  separately  controlled.  Provide  conduit  and  outlets  for  ceiling- 
hung  light  bars  and  controls.   Lighting  control  from  the  floor  should 
be  provided  at  various  locations  relating  to  presentation  set-up  using 
multi-pin  plug-in  receptacles  and  portable  light  controllers.  Provide 
one  portable  controller  for  each  division  of  ballroom. 


AIR  CONDITIONING: 

Use  about  1  person  per  11  sq.ft.  for  population  loads.  Consider  use  of 
electrostatic  filters  for  smoke  and  particle  removal,  which  can  dramati- 
cally reduce  fresh  air  requirements  and  corresponding  air  conditioning 
tonnage.  Consider  stratification  of  air  delivery,  to  condition  only  at 


occupied  levels. 


ACOUSTICS: 

Background  noise  level:  NC  30 

Absorptive  wall  and  ceiling  finishes:  Equal  to  floor  area  plus  1/2  wall 
area. 


Separation:  STC  50. 


MINIMUM  ACCESS  SIZE: 

Pairs  3  ft.  by  7  ft.  doors  for  people,  10  ft.  by  10  ft.  opening  for  equip- 
ment. 


POPULATION  CAPACITY: 

Theatre  style  seating:  7  to  8  sq.  ft.  per  person 

Banquet  seating:  15  sq.ft.  per  person. 
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2.1a    PROJECTION  BOOTH/SOUND  CONTROL  ROOM 

TOTAL  AREA: 

(300  sq.ft.,  mezzanine  within  2.1) 


SPACE  FUNCTION: 

For  control  of  sound  reinforcement  system  and  multiple  microphones  in  the 
banquet/ballroom. 

May  be  used  for  follow  spot  light. 

For  projection  of  movies,  slides,  video,  other  A/V  equipment. 


SPECIAL  CONSIDERATIONS: 

Acoustically  separated  from  ballroom  and  other  adjacent  spaces. 

Floor  of  the  booth  should  be  raised  to  provide  unobstructed  view  of  screen. 

Audio-Visual  consultants  may  require  operable  windows  into  hall. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 
Permanent  work  table. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Storage  cabinet. 

Chairs. 


ACCESS/ADJACENCY  NEEDS: 

Direct  visual  access  to  the  floor,  screen,  and  head  table  locations  of 
the  room. 


FINISHES: 

Floor:   Carpet 


Base 
Wall 


As  appropriate 
Gypsum  board 


Ceiling:  Acoustical 
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CEILING  HEIGHT: 
8  ft.  to  9  ft. 


FLOOR  LOAD  CAPACITY: 
Normal 


UTILITIES: 

Electrical  Power:  As  required  for  audio-visual 

Telephone:  Required 

Sound:  Paging  origination 

Audio-Visual:  Outlets  and  conduit  as  required  for  equipment 


AIR  CONDITIONING: 

Special  ventilation  for  heat-generating  equipment 


ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 
3  ft.  by  7  ft.  door. 
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2.1b    OPERABLE  WALL  STORAGE 

TOTAL  AREA: 

(Within  contingency  area  allowance) 


SPACE  FUNCTION: 

Storage  of  operable  walls  when  not  being  used  to  divide  ballroom. 


SPECIAL  CONSIDERATIONS: 

Locations  to  permit  use  of  wall  panels  in  several  of  room  divisions. 

Minimize  obstructions  into  the  ballroom. 

Slot  in  wall  with  closure  for  passage  of  wall  panels  into  ballroom. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 

Sufficient  operable  wall  trackage  to  permit  wall  storage  and  transfer  of 
panels  from  storage  areas  to  final  locations. 


ACCESS/ADJACENCY  NEEDS: 

Storage  areas  within  ballroom  or  adjacent  prefunction. 


FINISHES: 

Floor:  Concrete 

Base:  None 

Wall:  Concrete  block  or  gypsum  board 

Ceiling:  Exposed  construction 


CEILING  HEIGHT: 

As  required  for  wall  panel  storage. 


FLOOR  LOAD  CAPACITY; 
Normal 
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2.2    MEETING  ROOMS  (IN  ADDITION  TO  2.1) 

TOTAL  AREA: 

71,900  sq.ft. 


SPACE  FUNCTION: 

For  meetings,  seminars,  conferences,  and  similar  affairs. 

For  occasional  dining  and  social  affairs. 

For  occasional  use  for  light  exhibits. 


SPECIAL  CONSIDERATIONS: 

To  be  divisible  into  rooms  of  varying  sizes. 

Floors  to  be  flat. 

Provisions  for  use  of  audio-visual  presentation  techniques. 

Provisions  for  food  service  back-up. 

Walls  should  be  protected  against  chair/table  damage  and  offer  provisions 
for  hanging  signs  and  banners. 

All  divisions  shall  be  controllable  separately  or  in  combination  with  respect 
to  utilities,  lighting,  sound,  fire  safety,  acoustics,  environmental  controls, 
etc. 

Ceiling  should  have  hanging  provisions  for  light  bars,  with  outlets  and 
conduit  down  wall  for  control. 

Rooms  less  than  1,000  sq.ft.  should  not  be  considered. 

Proportion  of  rooms  in  plan  should  be  about  2  to  3. 

Rooms  should  be  relatively  uniform  in  finish  treatment. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 

Operable  division  walls  with  acoustical  separation  SIC  50  (field  tested) 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 

Portable  seating,  platforms,  and  other  support  furnishings. 

Portable  audio-visual  equipment. 
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ACCESS/ADJACENCY  NEEDS: 

Direct  access  from  prefunction  space  and  lobby. 

Access  from  service  corridor  to  1/2  of  meeting  rooms  desirable. 

Rooms  should  be  accessible  to  satellite  kitchen  by  service  corridors. 

May  be  on  upper  levels. 


FINISHES: 

Floor:  Carpet 

Base:  As  appropriate 

Lower  Wall:  Hard  surface 

Upper  Wall:  Absorptive  surface 

Ceiling:  Acoustical 


CEILING  HEIGHT: 

Length  of  room  divided  by  6,  plus  3  ft. 


FLOOR  LOAD  CAPACITY: 

125  lbs.  per  sq.ft.  desirable,  100  lbs.  per  sq.ft.  acceptable  based  upon 
limitations  of  existing  conditions. 


UTILITIES: 

Electrical  Power:  Convenience  120/208  volt  outlets,  30  amp,  120/208  volt 
outlets,  two  per  room.  60  amp,  208  volt,  3  phase  outlet,  one  per  room. 

Telephone:  Two  outlets  per  room. 

Communication:""  1  inch  empty  conduit  up  wall  into  attic  for  closed  circuit 
TV  or  teleconferencing. 

Sound:  High  quality  voice  reproduction  system  with  individual  loudspeaker 
control  both  from  central  sound  control  room  and  locally,  for  distribution 
of  background  music,  selective  paging.  Recording  and  playback  capability 
to  be  provided. 

Audio-Visual:  Empty  conduit  and  power  outlets  for  portable  audio-visual 
equipment. 

Note:  Floor  boxes  with  electrical,  water  and  drain  similar  to  Exhibit  Hall 
boxes  may  be  provided  at  first  floor  meeting  rooms  if  the  need  is  demonstrated 
by  users. 
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Lighting:  Various  levels  from  0  to  100  foot  candles.  Fluorescent  general 
lighting  with  multiple  switching.  15  foot  candle  level  from  incandescent 
track  lights  on  separate  switching  (two  switches  per  track)  and  dimmers. 
Accent  and  decorative  lighting.  Some  emergency  lighting.  Lighting  located 
in  first  1/3  of  distance  back  from  projection  screen  location  to  be  separately 
controlled.  Provide  conduit,  outlets  and  hanging  provision  for  ceiling 
hung  light  bars  and  controls.   Lighting  control  in  room  to  be  from  two 
locations  per  room  relating  to  presentation  set-up,  using  multi-pin  plug- 
in  receptacles  with  portable  controller.  Provide  one  portable  controller 
for  each  meeting  room. 


AIR  CONDITIONING: 

Use  about  1  person  per  11  sq.ft.  for  population  loads.  Consider  use  of 
electrostatic  filters  for  smoke  and  particle  removal,  which  can  dramati- 
cally reduce  fresh  air  requirements  and  corresponding  air  conditioning 
tonnage.  High  delivery  and  low  return  recommended.  Exhaust  control  inter- 
connected to  delivery  system  control  recommended. 


ACOUSTICS: 

Background  noise  level:  NC  30. 

Absorptive  surfaces:  Total  ceiling  plus  1/3  of  walls. 

Separation:  STC  50. 


MINIMUM  ACCESS  SIZE: 

Pair  3'-8"  by  8'-0"  doors. 


POPULATION  CAPACITY: 

Theater  style  seating:  10  sq.ft.  per  person 

Classroom  style  seating:  15  sq.ft.  per  person 

Banquet  style  seating:  15  sq.ft.  per  person 
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2.2a    MEDIA  ROOM 

TOTAL  AREA: 
(Within  2.2) 


SPACE  FUNCTION: 

For  newspaper,  TV  and  radio  interviews. 

For  meeting  room  when  not  used  by  media. 


SPECIAL  CONSIDERATIONS: 
Same  as  meeting  rooms. 


EQUIPMENT  REQUIREMENTS: 
Same  as  meeting  rooms. 


ACCESS/ADJACENCY  NEEDS: 
Same  as  meeting  rooms. 


FINISHES: 

Same  as  meeting  rooms. 


CEILING  HEIGHT: 

Same  as  meeting  rooms. 


FLOOR  LOAD  CAPACITY: 
Same  as  meeting  rooms. 


UTILITIES: 

Same  as  meeting  rooms,  except  provide  six  telephone  outlets. 
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AIR  CONDITIONING: 

Same  as  meeting  rooms. 


ACOUSTICS: 

Same  as  meeting  rooms. 


MINIMUM  ACCESS  SIZE: 
Same  as  meeting  rooms. 


POPULATION  CAPACITY: 
Same  as  meeting  rooms. 
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2.3     PREFUNCTION  SPACE 

TOTAL  AREA: 

70,000  sq.ft. 


SPACE  FUNCTION: 

Gathering  area  for  events  in  meeting  rooms  or  break  area  during  meetings. 

Admission  control  and  registration  of  attendees  to  banquets  and  meetings. 

Public  circulation  to  meeting  rooms. 

Light  exhibition  use. 

SPECIAL  CONSIDERATIONS: 

Space  to  be  assignable  so  as  to  function  in  conjunction  with  use  of  smaller 
meeting  room  groupings- 
Space  for  portable  registration  counters  or  tables. 
Natural  light  desirable. 

Spatial  interconnection  to  other  levels  desirable. 
Special  architectural  treatment  appropriate. 

EQUIPMENT  REGISTRATION,  NOT  IN  CONSTRUCTION  CONTRACT: 
Provision  for  portable  coat  checking. 

Some  permanent  seating  and  some  portable  seating. 

Portable  registration  counters  or  tables. 

ACCESS/ADJACENCY  NEEDS: 

Direct  access  to  meeting  rooms. 

Access  from  exhibit  hall  and  major  circulation  spaces. 

Restrooms,  vending  and  public  telepPiones  adjacent. 
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FINISHES: 

Floor:  Carpet 

Base:  As  appropriate 

Lower  Wall:  Hard  surface  at  heavy  traffic  areas. 

Upper  Wall:  Absorptive  surface 

Ceiling:  Acoustical,  decorative 


CEILING  HEIGHT: 

12  ft.  to  14  ft.,  may  vary  depending  upon  special  effects, 


FLOOR  LOAD  CAPACITY: 

125  lbs.  per  sq.ft.  desirable,  100  lbs.  per  sq.ft.  acceptable  based  upon 
limitations  of  existing  conditions. 


UTILITIES: 

Electrical  Power:   Convenience  outlets  for  registration,  light  exhibition 
and  coffee  service. 

Telephone:  Outlets  for  registration. 

Sound:  Paging,  distribution  of  background  music  and  programs  from  other 
spaces. 

Lighting:  Light  level  of  35  foot  candles.  Decorative  and  accent  lighting. 

Note:  Floor  boxes  with  electrical,  water  and  drain  similar  to  Exhibit  Hall 

may  be  provided  at  first  floor  prefunction  if  the  need  is  demonstrated  by  the  users, 

AIR  CONDITIONING: 

Use  about  1  person  per  15  sq.ft.  for  population  load. 


ACOUSTICS: 

Absorptive  materials  equal  in  area  to  floor  area  plus  1/3  of  wall  area. 
Background  music  level  NC  45. 


MINIMUM  ACCESS  SIZE: 

Pairs  3  ft.  by  7  ft.  doors. 


POPULATION  CAPACITY: 
15  sq.ft.  per  person. 
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2.3a    TELEPHONES  (FOR  PREFUNCTION) 

TOTAL  AREA: 
(Within  2.3) 


SPACE  FUNCTION: 

For  public  telephones. 


SPECIAL  CONSIDERATIONS: 

Provisions  for  handicapped  persons. 

Cluster  of  telephones  desirable,  in  several  locations,  at  least  one  group 
for  each  probable  division  of  prefunction  area. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT; 
Telephone  booths. 

Directory  library  accommodations. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Public  telephones. 

Directories. 


ACCESS/ADJACENCY  NEEDS: 

Adjacent  to  prefunction  space, 

Adjacent  to  meeting  rooms. 

Adjacent  to  restrooms. 


FINISHES: 

Floor:  Carpet 

Base:  As  appropriate 

Wall:  Carpet 

Ceiling:  Acoustical 
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CEILING  HEIGHT: 
9  ft.  to  10  ft. 


FLOOR  LOAD  CAPACITY: 
Normal 


UTILITIES: 

Outlets  for  telephones. 

AIR  CONDITIONING: 
Normal 


ACOUSTICS: 

As  much  absorptive  material  as  possible. 


MINIMUM  ACCESS  SIZE; 
Open  to  lobby. 
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2.4     STORAGE 

TOTAL  AREA: 

15,000  sq.ft. 


SPACE  FUNCTION: 

Permanent  storage  of  portable  equipment  and  furniture  for  the  meeting  rooms, 


SPECIAL  CONSIDERATIONS: 

May  be  in  several  different  areas,  but  should  be  one  large  area  per  floor 
or  per  cluster  of  meeting  rooms. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Some  pallet  shelving  or  similar. 


ACCESS/ADJACENCY  NEEDS: 

Access  to  meeting  rooms,  insofar  as  possible  through  service  corridors, 


FINISHES: 

Floor:  Carpet 

Base:  None 

Wall:  Concrete  block  or  gypsum  board 

Ceiling:  Exposed  construction 


CEILING  HEIGHT: 
10  ft. 


FLOOR  LOAD  CAPACITY: 
Normal 


AIR  CONDITIONING: 
Normal 
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MINIMUM  ACCESS  SIZE: 

Pair  3'-8"  x  8'-0"  doors 
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2.5     RESTROOMS  (FOR  MEETING  RQOMS/PREFUNCTION) 

TOTAL  AREA: 
7,500  sq.ft. 


SPACE  FUNCTION: 

For  use  during  public  functions  in  meeting  rooms  and  prefunction  spaces, 


SPECIAL  CONSIDERATIONS: 

Area  to  be  apportioned  to  paired  men's  and  women's  toilets,  at  least  one 
pair  for  each  group  of  meeting  rooms.  Consider  "convertible"  configuration 
to  serve  either  all  men  or  all  women  when  desired.  Room  with  urinals  should 
be  able  to  be  closed  off  for  this  scheme. 

Provision  for  handicapped  persons. 

Janitor's  closet  (50  sq.ft.)  with  floor  sink  at  each  pair  of  restrooms. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 
Wall  hung  water  closets. 

Wall  hung  urinals. 

Counter  mounted  lavatories  with  single  control  automatic  shut-off  faucets, 

Full  width  mirrors  over  lavatory  counters. 

Ceiling  hung  laminated  plastic  toilet  partitions. 

Stainless  steel  or  chrome  toilet  accessories. 


ACCESS/ADJACENCY  NEEDS: 

Adjacent  to  meeting  rooms  and  prefunction  spaces. 


FINISHES: 

Floor:   Ceramic  tile 


Base 
Wall 


Ceramic  tile 
Ceramic  tile 


Ceiling:  Acoustical,  metal  or  plastic  faced 
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CEILING  HEIGHT: 
9  ft.  to  10  ft. 


FLOOR  LOAD  CAPACITY: 
Normal 


UTILITIES: 

Sound:  Paging 


Lighting:  As  required,  special  lighting  at  mirrors. 


AIR  CONDITIONING: 
Exhaust  only. 


ACOUSTICS: 

Absorption  at  ceiling 


MINIMUM  ACCESS  SIZE: 

3  ft.  by  7  ft.  doors.  Consider  separate  doors  for  ingress  and  egress, 
or  consider  doorless  sight-blocking  vestibules  with  carpeted  floors  and 
walls. 
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2.6    OPERABLE  WALL  STORAGE 

TOTAL  AREA: 

(Within  contingency  area  allowance) 


SPACE  FUNCTION: 

Storage  of  operable  walls  when  not  being  used  to  divide  meeting  rooms. 


SPECIAL  CONSIDERATIONS: 

Locations  to  permit  use  of  wall  panels  in  several  of  room  divisions. 

Minimize  obstructions  into  the  meeting  rooms. 

Slot  in  wall  with  closure  for  passage  of  wall  panels  into  meeting  rooms. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 

Sufficient  operable  wall  trackage  to  permit  wall  storage  and  transfer  of 
panels  from  storage  areas  to  final  locations. 


ACCESS/ADJACENCY  NEEDS: 

Storage  areas  within  meeting  rooms  or  adjacent  prefunction. 


FINISHES: 

Floor:  Concrete 

Base:  None 

Wall:  Concrete  block  or  gypsum  board 

Ceiling:  Exposed  construction 


CEILING  HEIGHT: 

As  required  for  wall  panel  storage. 


FLOOR  LOAD  CAPACITY; 
Normal 
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2.7    VIP  LOUNGE 

TOTAL  AREA: 
500  sq.ft. 


SPACE  FUNCTION: 

For  reception  and  entertainment  of  prospective  lessees  and  visiting  digni- 
taries and  special  meetings. 

A  waiting  area  for  VIP's. 


SPECIAL  CONSIDERATIONS: 
Food  service  pantry. 

Small  toilet  room. 

Security  from  the  public  areas, 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 
Base  and  wall  cabinet  with  sink  in  pantry. 

Water  closet,  lavatory  in  counter  and  mirror  in  toilet  room. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Lounge  furnishings. 

Permanent  projection  equipment. 


ACCESS/ADJACENCY  NEEDS: 

Adjacent  to  administrative  offices,  if  possible. 

Convenient  access  to  exhibition  hall/meeting  rooms. 

Convenient  access  from  secure  outside  entrance  other  than  building  "front 
door",  for  protected  access  for  important  persons  requiring  security  pro- 
tection. 

Access  from  main  production  kitchen. 
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FINISHES: 

VIP  ROOM  AND  PANTRY  TOILET 

Floor:   Carpet  Ceramic  tile 

Base:    As  appropriate  Ceramic  tile 

Wall:    Gypsum  board  or  Ceramic  tile 

wallcovering 

Ceiling:  Acoustical  Acoustical 


CEILING  HEIGHT: 

9  ft.  to  10  ft.        8  ft. 


FLOOR  LOAD  CAPACITY; 
Normal 


UTILITIES: 

Electrical  Power:  Convenience  outlets 

Telephone:  Required 

Audio-Visual:  Provisions  for  permanent  audio-visual  equipment 

Lighting:  Decorative 


AIR  CONDITIONING: 
Normal 


ACOUSTICS: 

Absorptive  ceiTing 


MINIMUM  ACCESS  SIZE: 
3  ft.  by  7  ft. door. 
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3.1    MAIN  PRODUCTION  KITCHEN: 

TOTAL  AREA: 

12,000  sq.ft. 


SPACE  FUNCTION: 

For  cooking,  plating,  beverage  making,  storage,  etc.  for  banquets  for  up 
to  2,000  people  on  a  daily  basis  with  the  capability  of  serving  3,000  meals 
infrequently. 

For  preparation  and  storage  for  other  catered  service,  such  as  luncheon 
buffets,  cocktail  and  coffee  break  service. 

For  ware  washing  required  by  the  above. 

For  receiving  and  storing  concession  stand  materials  and  preparing  and/or 
processing  basic  food  items  for  the  stands. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 

Food  service  equipment,  selected  and  specified  by  a  food  service  consul- 
tant, and  reviewed  by  potential  food  service  franchisers  or  contractors. 


ACCESS/ADJACENCY  NEEDS: 
Access  to  truck  dock. 

Direct  access  to  meeting  rooms  by  service  corridors  for  1/2  of  meeting 
rooms. 

Access  to  exhibit  hall  and  concession  stands  by  service  corridors  in  so 
far  as  possible. 

Access  to  satellite  kitchen  and/or  service  pantry  by  service  corridors 
in  so  far  as  possible. 

Access  to  trash  room  and/or  compactor. 

Access  to  food  service  elevators,  dedicated  elevators  if  possible. 


FINISHES: 

Floor:  Special  coating  or  quarry  tile 

Base:  Special  coating  on  concrete  block,  or  ceramic  tile 

Wall:  Special  coating  on  concrete  block,  or  ceramic  tile 

Ceiling:  Acoustical  with  metal  or  plastic  facing 
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CEILING  HEIGHT: 
10  ft. 


FLOOR  LOAD  CAPACITY: 
Normal 


UTILITIES: 

Electrical  Power:  As  required  for  equipment 

Telephone:  Required 

Plumbing:  As  required  for  equipment 


AIR  CONDITIONING: 

Normal,  use  hoods  for  exhaust. 


ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 

Pair  3  ft.  by  7  ft.  doors,  one-way  swinging  opposite  directions,  each  leaf. 
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3.2    SATELLITE  (SERVICE)  KITCHEN 

AREA  PER  SPACE: 
700  sq.ft. 

NO.  OF  SPACES: 
3 

TOTAL  AREA: 
2,100  sq.ft. 


SPACE  FUNCTION: 

For  holding,  warming,  and  refrigeration  of  food  to  be  served  in  the  meeting 
rooms,  ballrooms  and  exhibit  halls. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 

Food  service  equipment,  selected  and  specified  by  a  food  service  consul- 
tant, and  reviewed  by  potential  food  service  franchisers  or  contractors. 


ACCESS/ADJACENCY  NEEDS: 

Direct  "back-door"  access  to  1/2  of  meeting  rooms  in  so  far  as  possible. 

Access  to  main  production  kitchen. 

Dedicated  food  service  elevators  desirable. 

One  kitchen  on  each  floor. 


FINISHES: 

Floor:   Special  coating  or  quarry  tile 


Base 
Wall 


Special  coating  on  concrete  block,  or  ceramic  tile 
Special  coating  on  concrete  block,  or  ceramic  tile 


Ceiling:  Acoustical  with  metal  or  plastic  facing 


CEILING  HEIGHT: 
10  ft. 


FLOOR  LOAD  CAPACITY: 
Normal 
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UTILITIES: 

Electrical  Power:  As  required  for  equipment 

Telephone:  Required 

Plumbing:  As  required  for  equipment 


AIR  CONDITIONING: 

Normal,  exhuast  as  required. 


ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 

Pair  3  ft.  by  7  ft.  doors,  one-way  swinging  opposite  directions,  each  leaf. 
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3.3    FOOD  SERVICE  STORAGE 

TOTAL  AREA: 
(Within  3.1) 


SPACE  FUNCTION: 

For  storage  of  food  used  in  the  preparation  of  meals  in  the  main  production 
kitchen. 

For  liquor  storage. 

Cold  storage  room. 


SPECIAL  CONSIDERATIONS: 

Locked  storage  room  for  liquor  storage. 

Rodent  resistant  construction. 

Security. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 
Walk-in  coolers  and  freezers. 

Woven  wire  partitions,  depending  on  plans. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Shelving. 


ACCESS/ADJACENCY  NEEDS: 

Direct  access  to  main  production  kitchen. 


FINISHES: 

Floor:  Concrete 

Base:  None 

Wall:  Concrete  block  or  gypsum  board 

Ceiling:  Acoustical 
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CEILING  HEIGHT; 
10  ft. 


FLOOR  LOAD  CAPACITY; 
Normal 


AIR  CONDITIONING: 
Normal 


ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 

Pair  3  ft.  by  7  ft.  doors. 
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3.4    TRASH  ROOM 

TOTAL  AREA: 
(Within  3.1) 


SPACE  FUNCTION: 

For  collection  of  wet  garbage  and  trash  accumulated  in  the  kitchens. 


SPECIAL  CONSIDERATIONS: 

Entire  room  to  be  able  to  be  hosed  down. 


ACCESS/ADJACENCY  NEEDS: 

Direct  access  to  main  production  kitchen  and  banquet  kitchen. 

Direct  access  to  service  corridor  that  leads  to  trash  compactor. 


FINISHES: 

Floor:  Special  coating 

Base:  Special  coating  on  concrete  block 

Wall:  Special  coating  on  concrete  block 

Ceiling:  Water-resistant  gypsum  board 


CEILING  HEIGHT: 
10  ft. 


FLOOR  LOAD  CAPACITY: 
Normal 


UTILITIES: 

Plumbing:  Hose  bibb  and  floor  drain. 


AIR  CONDITIONING: 

Air  conditioning  or  refrigeration  required. 


MINIMUM  ACCESS  SIZE: 
3  ft.  by  7  ft.  door. 
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3.5    FOOD  SERVICE  OFFICES 

AREA  PER  SPACE: 
120  sq.ft. 

NO.  OF  SPACES: 
2 

TOTAL  AREA: 

(240  sq.ft.  within  3.1) 


SPACE  FUNCTION: 

For  office  space  for  kitchen  receiving  and  the  production  manager. 


SPECIAL  CONSIDERATIONS: 

Office  spaces  with  view  of  kitchen. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Office  furnishings. 


ACCESS/ADJACENCY  NEEDS: 

Direct  visual  and  physical  access  to  main  production  kitchen. 

Adjacent  to  kitchen  receiving  area. 


FINISHES: 

Floor:  Resilient 

Base:  Resilient 

Wall:  Concrete  block  or  gypsum  board,  glass 

Ceiling:  Acoustical 


CEILING  HEIGHT: 
8  ft.  to  9  ft, 


FLOOR  LOAD  CAPACITY: 
Normal 
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UTILITIES: 

Electrical  Power:  Convenience  outlets 

Telephone:  Required 


AIR  CONDITIONING: 
Normal 


ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 
3  ft.  by  7  ft.  door. 
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3.6    SERVING  CART  STORAGE 

TOTAL  AREA: 
(Within  3.1) 


SPACE  FUNCTION: 

For  storage  of  food  service  serving  carts. 


SPECIAL  CONSIDERATIONS: 

Bumper  to  protect  walls  from  impact  of  carts. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 
Food  serving  carts. 


ACCESS/ADJACENCY  NEEDS: 

Adjacent  to  main  production  kitchen. 


FINISHES: 

Floor:  Special  coating  or  quarry  tile 

Base:  Special  coating  on  concrete  block,  or  ceramic  tile 

Wall:  Special  coating  on  concrete  block,  or  ceramic  tile 

Ceiling:  Acoustical 


CEILING  HEIGHT: 
10  ft. 


FLOOR  LOAD  CAPACITY: 
Normal 


AIR  CONDITIONING: 
Normal 
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ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 

Pair  3  ft.  by  7  ft.  doors. 
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3.7     FOOD  SERVICE  STAFF  LOCKER  ROOM/TOILETS 

TOTAL  AREA: 
{Within  3.1) 


SPACE  FUNCTION: 

For  kitchen  staff  restroom.  One  for  each  sex. 

For  lockers  to  store  purses,  etc.  on  a  daily  basis. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 
Lockable  day  storage  lockers. 

Wall  hung  toilets. 

Wall  hung  urinals. 

Wall  hung  lavatories. 

Ceiling  hung  laminated  plastic  toilet  partitions. 

Stainless  steel  or  chrome  toilet  accessories. 

Showers. 


ACCESS/ADJACENCY  NEEDS: 

Adjacent  to  main  production  kitchen  and  kitchen  offices. 


FINISHES: 

LOCKER  ROOMS  TOILET  ROOMS 

Floor:   Resilient  Ceramic  tile 

Base:    Resilient  Ceramic  tile 

Wall:    Concrete  block  Ceramic  tile  or  special  coating  on  concrete 

block 

Ceiling:  Acoustical  Acoustical,  metal  or  plastic  faced 


CEILING  HEIGHT: 

8  ft.  to  9  ft.  8  ft. 
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FLOOR  LOAD  CAPACITY: 
Normal 


AIR  CONDITIONING: 

Normal,  exhaust  only  at  toilets. 


ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 
3  ft.  by  7  ft.  door, 
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4.0    ADMINISTRATIVE  OFFICES 

TOTAL  AREA: 
5,000  sq.ft. 


SPACE  FUNCTION: 

Office  space  for  convention  center  general  manager  and  administrative 
personnel. 


SPECIAL  CONSIDERATIONS: 

Private  offices  will  be  required  for  the  general  manager  plus  2  or  3  addi- 
tional. 

Conference  room  adjacent  to  manager's  office  (approximately  500  sq.ft.). 

General  office  accommodating  approximately  10  persons  and  waiting  area 
for  approximately  6  persons. 

Small  men's  and  women's  toilets. 

Workroom/storage  area/copy-machine  location. 

Coffee  room. 

Reception  area. 

If  on  an  upper  level,  view  of  exhibit  hall  from  manager's  office,  conference 
or  waiting  area  desirable. 

Exact  program  and  plan  should  be  determined  with  users. 

EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 

Water  closets,  lavatories  in  counters  and  mirrors  in  toilet  rooms. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Office  furniture  and  equipment. 

Main  telephone  switchboard. 

Conference  table  and  chairs. 
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ACCESS/ADJACENCY  NEEDS: 

Separate  public  entry  from  "front  door"  of  the  building,  accessible  while 
remainder  of  building  is  closed  off. 

Access  to  exhibit  hall  and  meeting  rooms. 

May  be  on  a  level  other  than  main  floor. 


FINISHES: 

TYPICAL  AREAS 
Floor:   Carpet 
Base:    As  appropriate 
Wall :    Gypsum  board 
Ceiling:  Acoustical 


TOILET  ROOMS 
Ceramic  tile 
Ceramic  tile 
Ceramic  tile 
Acoustical 


CEILING  HEIGHT: 
9  ft. 


8  ft. 


FLOOR  LOAD  CAPACITY; 
Normal 


UTILITIES: 

Electrical  Power:  Convenience  outlets,  208  volt  outlet  for  duplicating 
machine  in  workroom. 

Telephone:  As  required. 

Sound:  Paging  origination  at  a  few  key  locations. 

Audio-Visual:  Permanent  facilities  in  conference  room. 


AIR  CONDITIONING: 
Normal 


ACOUSTICS: 

Absorptive  ceilings,  good  separation  at  offices  and  conference  rooms. 


MINIMUM  ACCESS  SIZE: 
3  ft.  by  7  ft.  door. 
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5.1    TRUCK  APRON 

AREA: 

(Modify  existing  area  in  basement) 


SPACE  FUNCTION: 

For  truck  parking  to  load  and  unload  crates,  cartons,  etc.  for  exhibits 
and  meetings. 


SPECIAL  CONSIDERATIONS: 

Eight  to  ten  stalls  required  (generally,  one  per  20,000  sq.ft.  of  exhibit 
space). 

Truck  length  maximum  55'-0". 

Dock  to  be  4  ft.  maximum  higher  than  apron  for  trucks. 

One  or  two  spaces  may  be  shorter  than  65  feet  to  accommodate  smaller  de- 
livery trucks. 

Stall  width  13'-6"  to  14'-0"  clear. 

Stairs  from  truck  dock  to  truck  apron  level. 

Security. 

Spaces  for  food  service  should  be  separate  from  other  spaces. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 
Corner  guards  at  exposed  corners. 


ACCESS/ADOACENCY  NEEDS: 

Direct  access  to  service  road,  truck  dock  and  off-loading  corridor,  service 
windows,  exhibition  halls  and  freight  elevators. 

Direct  access  for  fork  lifts. 

Access  to  meeting  rooms  and  kitchens. 
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FINISHES: 

Floor:  Concrete 

Base:  Concrete,  concrete  block 

Wall :  Concrete  block 

Ceiling:  Exposed  construction 


CEILING  HEIGHT: 
15  ft.  above  dock 


FLOOR  LOAD  CAPACITY: 

350  to  400  lbs.  per  sq.ft. 


UTILITIES: 

Electrical  Power:  Convenience  outlets  at  dock. 


Plumbing:  Floor  drains,  hose  bibbs.  Consider  hot  water  or  steam  for  cleaning. 
Lighting:  Dock  lights. 
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5.2    SERVICE  ROAD 

AREA: 

{Existing  outside  building) 


SPACE  FUNCTION: 

For  truck  access  from  the  street  to  the  truck  docks. 


SPECIAL  CONSIDERATIONS: 

15  feet  minimum  ceiling  clearance  for  direct  access  to  truck  docks. 

Turning  radii  should  conform  to  good  standards  of  safety  and  operation 
of  semi-trucks. 

One-way  traffic  flow  to  truck  dock. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 
Corner  guards  at  exposed  corners. 

Gates  or  other  appropriate  devices  to  control  admission  to  service  road 
from  streets,  remote  control  from  traffic  control  office  if  appropriate. 


ACCESS/ADJACENCY  NEEDS: 

Direct  access  to  truck  dock  and  streets. 


RECOMMENDATION: 

It  is  suggested^ that  the  existing  service  road,  Cambria  Street,  be  acquired 
so  it  can  be  under  complete  control  of  Hynes  management.  This  would  require 
leasing  by  Hynes  of  basement  parking  in  the  Cheri  garage,  which  is  the 
only  other  facility  served  off  Cambria  Street. 
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5.3    TRUCK  DOCK  OR  OFF-LOADING  CORRIDOR: 

AREA: 

(Within  existing  basement) 


SPACE  FUNCTION: 

For  transportation  of  material  to  and  from  the  trucks  and  the  exhibit  hall, 
meeting  rooms,  kitchen,  freight  elevators,  and  storage. 


SPECIAL  CONSIDERATIONS: 

20  feet  minimum  clearance  required  from  edge  of  truck  dock  to  permit  easy 
fork  lift  access  to  truck  stall  and  bed,  and  to  permit  fork  lifts  to  pass 
each  other. 

Dock  for  Kitchen  should  be  separate  from  main  dock. 

EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 
Corner  guards  on  all  exposed  corners. 

Parabolic  mirrors  at  corners  as  required. 

Dock  levelers  for  1/2  to  1/3  of  truck  positions. 

Dock  bumpers. 

ACCESS/ADJACENCY  NEEDS: 

Direct  access  to  truck  apron. 

Direct  access  to  exhibit  hall. 

Access  to  meeting  rooms. 

Access  to  freight  elevators,  kitchens,  and  storage  areas. 


FINISHES: 

Floor:  Concrete 

Base:  Concrete 

Wall:  Concrete  or  concrete  block 

Ceiling:  Exposed  construction 
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CEILING  HEIGHT: 
15  ft. 


FLOOR  LOAD  CAPACITY: 

350  to  450  lbs.  per  sq.ft. 


UTILITIES: 

Electrical  Power:  Convenience  outlet. 


MINIMUM  ACCESS  SIZE; 
10  ft.  by  10  ft. 
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5.4    TRASH  COMPACTORS 

AREA: 

(Within  existing  basement) 


SPACE  FUNCTION: 

For  the  compaction  of  trash  and  wet  garbage  generated  in  the  building. 

Two  compactors  required;  one  for  building,  one  for  kitchen. 


SPECIAL  CONSIDERATIONS: 

Compactor  capacity  35  cu.yds.  minimum  for  building. 

Use  of  compactors  should  not  interfere  with  truck  dock  loading  and  unloading 
activities. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 

Stationary  refuse  packer,  packer  containers,  remote  control  panels  and 
hopper  for  each  compactor. 


ACCESS/ADJACENCY  NEEDS: 

Direct  access  to  service  road  and  off-loading  corridor. 

Adjacent  to  truck  docks. 

Access  from  exhibit  hall  and  freight  elevators. 


FINISHES: 

Floor:  Concrete 

Base:  Concrete 

Wall:  Concrete  or  concrete  block 

Ceiling:  Exposed  construction 


CEILING  HEIGHT: 

15  ft.,  for  loading  and  unloading  clearance. 
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UTILITIES: 

Electrical  Power:  As  required  for  compactors. 

Plumbing:  Floor  drain  and  hose  bibb  for  each  compactor,  consider  hot  water 
or  steam  for  cleaning.  Drain  should  have  large  sump  and  removable  grate 
for  cleaning  trapped  debris. 
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5.5    TRAFFIC  CONTROL  OFFICE 

TOTAL  AREA: 

(300  sq.ft.  within  existing  basement) 


SPACE  FUNCTION: 

For  supervision  of  truck  dock  activity. 


Control  point  for  security. 


SPECIAL  CONSIDERATIONS: 

Windows  for  view  of  docks  and  service  corridor. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 
Controls  for  access  gates  if  needed. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Office  furnishings. 

Radio  contact  with  trucks  outside  the  building  and  in  an  off-site  marshal- 
ling area. 


ACCESS/ADJACENCY  NEEDS: 

Direct  physical  and  visual  access  to  truck  dock  and  service  road. 


FINISHES: 

Floor:   Resilient 


Base 
Wall 


Ceiling:  Acoustical 


CEILING  HEIGHT: 
9  ft. 


As  appropriate 

Concrete  block  or  gypsum  board,  glass 
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FLOOR  LOAD  CAPACITY: 
Normal 


UTILITIES: 

Electrical  Power:  Convenience  outlets,  power  for  communications  equipment 
and  remote  controls. 


Telephone:  Required 


AIR  CONDITIONING: 
Normal 


ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 
3  ft.  by  7  ft.  door. 
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5.6    TRUCK  DOCK  STAFF  RESTROOMS 

TOTAL  AREA: 

(200  sq.ft.  within  existing  basement) 


SPACE  FUNCTION: 

For  use  by  staff  and  transient  truck  drivers. 

One  room  for  male  and  one  room  for  female. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 
Wall  hung  water  closets. 

Wall  hung  urinal. 

Wall  hung  lavatories. 

Ceiling  hung  laminated  plastic  toilet  partitions. 

Stainless  steel  or  chrome  toilet  accessories. 


ACCESS/ADJACENCY  NEEDS: 

Adjacent  to  truck  dock  and  loading  corridor. 

Adjacent  to  vending  and  staff  lounge. 


FINISHES: 

Floor:  Ceramic  tile 

Base:  Ceramic  tile 

Wall:  Ceramic  tile  or  special  coating  on  concrete  block 

Ceiling:  Acoustical,  metal  or  plastic  faced. 


CEILING  HEIGHT; 
8  ft. 


FLOOR  LOAD  CAPACITY; 
Normal 
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AIR  CONDITIONING: 
Exhaust  only. 


ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 
2 '-8"  by  7'-0"  door. 
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5.7    TRUCK  DOCK  STAFF  LOUNGE 

TOTAL  AREA: 

(250  sq.ft.  within  existing  basement) 


SPACE  FUNCTION: 

For  use  by  staff  and  transient  truck  drivers. 

May  be  part  of  6.8  if  appropriate. 

View  to  service  area  desirable. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Lounge  furniture. 


ACCESS/ADJACENCY  NEEDS: 

Adjacent  to  truck  dock  and  loading  corridor. 

Adjacent  to  vending  and  truck  dock  staff  restrooms. 


FINISHES: 

Floor:   Concrete  or  resilient 


Base 
Wall 


Ceiling:  Acoustical 


CEILING  HEIGHT: 
9  ft. 


FLOOR  LOAD  CAPACITY: 
Normal 


As  appropriate 

Concrete  block  or  gypsum  board,  glass 
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UTILITIES: 

Electrical  Power:  Convenience  outlets 

Telephone:  Public  telephones 

Communication:  Paging 


AIR  CONDITIONING: 
Normal 


ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 
3  ft.  by  7  ft.  door. 
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5.8    VENDING 

AREA: 

(Within  existing  basement) 


SPACE  FUNCTION: 

For  vending  of  hot  and  cold  drinks,  candy,  and  cigarettes  to  staff  and 
transient  truck  drivers. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Vending  machines. 


ACCESS/ADJACENCY  NEEDS: 

Adjacent  to  truck  dock  staff  toilets  and  lounge. 

Adjacent  to  truck  dock  and  service  corridor. 


FINISHES: 

Floor:  Concrete  or  special  coating. 

Base:  None  or  special  coating 

Wall:  Concrete  block  or  special  coating 

Ceiling:  Exposed  construction 


FLOOR  LOAD  CAPACITY; 
Normal 


UTILITIES: 

Electrical  Power:  As  required  for  vending  machines. 

Plumbing:  As  required  for  vending  machines,  floor  drain  and  hose  bibb. 
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6.1    SECURITY  OFFICE 

TOTAL  AREA: 

(300  sq.ft.  within  contingency  area  allowances) 


SPACE  FUNCTION: 

For  monitoring  and  surveillance  of  access  to  all  areas  of  the  building 
by  door  alarms,  motion  detectors,  and  video  surveillance. 

For  control  of  employee  access  to  the  building. 


SPECIAL  CONSIDERATIONS: 

Ability  to  control  access  to  staff  entrance. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 

Video  surveillance,  motion  detector,  and  door  annunciator  monitors. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Office  furnishings. 


ACCESS/ADJACENCY  NEEDS: 

Available  access  to  all  parts  of  the  building. 

Visual  and  physical  access  to  employees'  entrance. 

Adjacent  to  building  control  room  if  possible. 


FINISHES: 

Floor:  Resilient  or  carpet 

Base:  As  appropriate 

Wall:  Gypsum  board  or  concrete  block,  glass 

Ceiling:  Acoustical 


CEILING  HEIGHT: 
9  ft. 
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FLOOR  LOAD  CAPACITY; 
Normal 


UTILITIES: 

Electrical  Power:  Convenience  outlets,  power  as  required  for  security 
equipment. 


Telephone:  Required. 

Sound:  Paging  and  paging  origination. 


AIR  CONDITIONING: 
Normal 


ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 
3  ft.  by  7  ft.  door. 
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6.2    BUILDING  CONTROL  ROOM 

AREA: 

(350  sq.ft.  within  main  mechanical  room) 


SPACE  FUNCTION: 

For  building  automation  computer  for  control  of  the  mechanical  and  elec- 
trical equipment. 

For  monitoring  and  master  control  of  building  emergency  functions. 


SPECIAL  CONSIDERATIONS: 

Typical  computer  room  construction. 

Secure  room  with  controlled  admission. 

A  small  toilet  room  for  building  engineers  may  be  desirable  depending  upon 
location  within  the  building. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 

Mechanical  and  electrical  equipment  control  panels. 

Building  automation  computer. 

ACCESS/ADJACENCY  NEEDS: 

Isolated  from  all  public  areas  of  the  building. 

Adjacent  to  security  office  if  configuration  permits. 

Should  be  combined  with  engineering  office. 

View  to  mechanical  equipment  room. 


FINISHES: 

Floor:  Resilient 

Base:  As  appropriate 

Wall:  Concrete  block  or  gypsum  bOard,  glass 

Ceiling:  Acoustical 
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CEILING  HEIGHT; 
9  ft. 


FLOOR  LOAD  CAPACITY: 
Normal 


UTILITIES: 

Electrical  Power:  As  required  for  equipment. 

Telephone:  Required. 


AIR  CONDITIONING: 
Normal 


ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 
3  ft.  by  7  ft.  door. 
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6.3    SHOP  JANITORIAL  AND  MAINTENANCE  STORAGE 

AREA: 

(2,050  sq.ft.  within  existing  basement) 


SPACE  FUNCTION: 

For  storage  of  portable  maintenance  and  janitorial  equipment. 

For  storage  of  bulk  maintenance  and  janitorial  supplies. 

For  storage  of  materials  used  in  the  repair  shop. 


SPECIAL  CONSIDERATIONS: 

Security  from  unauthorized  entry. 


EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 
Floor  sink. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Shelving. 


ACCESS/ADJACENCY  NEEDS: 

Convenient  access  from  all  parts  of  the  building. 


FINISHES: 

Floor:   Concrete 


Base 
Wall 


None 

Concrete  block  or  gypsum  board 


Ceiling:  Exposed  construction 


CEILING  HEIGHT: 
10  ft.  to  15  ft. 
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FLOOR  LOAD  CAPACITY: 
Normal 


UTILITIES: 

Electrical  Power:  Convenience  outlets. 

Plumbing:  Plumbing  for  floor  sink. 


AIR  CONDITIONING: 
Normal. 


MINIMUM  ACCESS  SIZE: 

Pair  3'-8"  by  8'-0"  doors. 
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6.4    ELECTRICAL  AND  PLUMBING  STORAGE 

TOTAL  AREA: 

(2,000  sq.ft.  within  existing  basement) 


SPACE  FUNCTION: 

For  storage  of  electrical  and  plumbing  equipment  and  supplies  for  house 
operation  and  maintenance. 

For  storage  of  electrical  distribution  "house"  boxes  and  special  exhibit 
lighting  fixtures  and  plumbing  items  used  for  exhibit  set-up. 


SPECIAL  CONSIDERATIONS: 

Security  from  unauthorized  entry. 

Possible  division  of  areas  by  woven  wire  partitions  if  appropriate  to  the 
particular  operation,  either  between  electrical  and  plumbing  or  building 
and  exhibitor  items. 


Adequate  space  for  assembly  and  testing. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Shelving. 

Storage  bins. 

Pallets. 


ACCESS/ADJACENCY  NEEDS: 

Convenient  acc5"ss  to  exhibit  hall  and  meeting  rooms. 


FINISHES: 

Floor:  Concrete 

Base:  None 

Wall:  Concrete  block  or  gypsum  board 

Ceiling:  Exposed  construction 


CEILING  HEIGHT: 
10  ft.  to  15  ft. 


109  - 


FLOOR  LOAD  CAPACITY; 
Normal 


UTILITIES: 

Electrical  Power:  Convenience  outlets,  outlets  for  testing  same  as  typical 
exhibitor  outlets. 


Telephone:  Required. 


AIR  CONDITIONING: 
Normal . 


MINIMUM  ACCESS  SIZE: 

10  ft.  by  10  ft.  overhead  door,  3  ft.  by  7  ft.  door. 
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6.5    REPAIR  SHOP 

TOTAL  AREA: 

(3,000  sq.ft.  within  existing  basement) 


SPACE  FUNCTION: 

For  repair  and  maintenance  of  house  inventory  equipment  and  furnishing 
and  other  such  building  items  that  are  not  serviced  by  outside  contracts; 
carpentry,  touch-up  painting,  plumbing  and  electrical  work. 


EQUIPMENT,  IN  CONSTRUCTION  CONTRACT: 
Sink. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Work  benches  and  stools. 

Shelving  and  storage  bins. 

Stationary  power  tools  such  as  saws,  drills,  etc.  as  required. 


ACCESS/ADJACENCY  NEEDS: 

Access  to  exhibit  hall/meeting  rooms  and  service  areas. 


FINISHES: 

Floor:  Concrete 

Base:  None 

Wall:  Concrete  block  or  gypsum  board 

Ceiling:  Exposed  construction 


CEILING  HEIGHT: 
10  ft.  to  15  ft. 


FLOOR  LOAD  CAPACITY; 
Normal 
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UTILITIES: 

Electrical  Power:  Outlets  as  required  for  work  and  equipment,  outlets 
for  testing  same  as  typical  exhibitor  outlets. 

Telephone:  Required. 

Plumbing:  Utilities  for  testing  same  as  exhibitor  outlets  if  applicable 
to  the  particular  operation. 


AIR  CONDITIONING: 
Normal. 


MINIMUM  ACCESS  SIZE: 

10  ft.  by  10  ft.  overhead  door,  3  ft.  by  7  ft.  door. 
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6.6    SERVICE  VEHICLE  STORAGE 

AREA: 

(1,000  sq.ft.  within  existing  basement) 


SPACE  FUNCTION: 

To  store  and  recharge  service  vehicles  while  not  in  use,  area  depends  on 
number  of  vehicles  generated  by  the  particular  operation. 


SPECIAL  CONSIDERATIONS: 

Adequate  security  to  prevent  unauthorized  use. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Battery  rechargers. 


ACCESS/ADJACENCY  NEEDS: 

Convenient  access  to  exhibit  hall  and  receiving  area. 


FINISHES: 

Floor:  Concrete 

Base:  None 

Wall :  Concrete  block 

Ceiling:  Exposed  construction 


CEILING  HEIGHT: 
10  ft.  to  15  ft. 


FLOOR  LOAD  CAPACITY: 
Normal 
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UTILITIES: 

Electrical  Power:  Convenience  outlets,  power  for  battery  chargers. 

Telephone:  Required 


AIR  CONDITIONING: 
Normal. 


MINIMUM  ACCESS  SIZE: 

10  ft.  by  10  ft.  overhead  door,  3  ft.  by  7  ft.  door. 
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6.7    TRASH  CONTAINER  STORAGE 

AREA: 

(600  sq.ft.  within  existing  basement) 


SPACE  FUNCTION: 

Storage  space  for  portable  trash  containers,  which  are  a  housekeeping 
element  used  during  cleaning  of  exhibit  hall. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Trash  container  cleaning  equipment. 

Shelving. 


ACCESS/ADJACENCY  NEEDS: 

Access  to  trash  compactor. 

Convenient  access  to  exhibit  hall,  meeting  rooms  and  related  prefunction 
spaces. 


FINISHES: 

Floor:  Concrete 

Base:  None 

Wall :  Concrete  block 

Ceiling:  Exposed  construction 


CEILING  HEIGHT:  _ 
10  ft. 


FLOOR  LOAD  CAPACITY; 
Normal 


UTILITIES: 

Electrical  Power:  Convenience  outlets 

Plumbing:  Floor  drains  and  hose  bibbs 
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AIR  CONDITIONING: 
Normal . 


MINIMUM  ACCESS  SIZE: 

Pair  3'-8"  by  8'-0"  doors. 
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6.8    STAFF  LOCKER/TOILET/LUNCHROOM 

AREA: 

(2,000  sq.ft.  within  existing  basement) 


SPACE  FUNCTION: 

Locker,  clean-up,  and  lunchroom  space  for  permanent  convention  center 
personnel,  except  administration  personnel. 


SPECIAL  CONSIDERATIONS: 

One  room  for  men,  one  for  women. 

Each  room  to  consist  of  locker  area  and  toilet  room. 

Lunchroom  space  for  use  by  both  men  and  women. 

If  Vending  5.8  is  not  convenient,  provide  similar  vending. 

EQUIPMENT  REQUIREMENTS,  IN  CONSTRUCTION  CONTRACT: 
Kitchenette. 

Wall  hung  water  closets. 

Wall  hung  urinals. 

Wall  hung  lavatories. 

Ceiling  hung  laminated  plastic  toilet  partitions. 

Stainless  steel  or  chrome  toilet  accessories. 

Showers. 


EQUIPMENT  REQUIREMENTS,  NOT  IN  CONSTRUCTION  CONTRACT: 
Metal  lockers,  chairs. 

Tables/chairs. 

Bulletin  boards. 
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ACCESS/ADJACENCY  NEEDS: 

Convenient  access  to  staff  entrance. 

Convenient  access  to  all  elements  of  the  facility. 


FINISHES: 

LOCKER/LUNCH  ROOM 
Floor:   Concrete  or  Resilient 
Base:    As  appropriate 
Wall:    Concrete  block  or 

gypsum  board 
Ceiling:  Acoustical 


TOILET  ROOMS 
Ceramic  tile 
Ceramic  tile 
Ceramic  tile  or  special  coating  on 

concrete  block 
Acoustical,  metal  or  plastic  faced 


CEILING  HEIGHT: 


9  ft. 


8  ft. 


FLOOR  LOAD  CAPACITY: 
Normal 


UTILITIES: 

Electrical  power:  Convenience  outlets 
Telephone:  Public  telephone 
Communication:  Paging 


AIR  CONDITIONING: 
Normal. 


ACOUSTICS: 

Absorptive  ceiling 


MINIMUM  ACCESS  SIZE: 
3  ft.  by  7  ft.  door. 
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